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Lo LNERODUCTION 


The primary goal of Naval aviation maintenance is to 
provide the required mission capable aircraft to meet its 
squadron's commitments. To do this it seeks to maximize 
aircraft operational readiness. The Maintenance Control 
Officer, in prioritizing and assigning all work assignments, 
has a Significant impact on this objective. 

Maintenance control is one of the most demanding, com- 
plex, and mentally stressful work environments in the mili- 
tary today. It is the focal point where all support and 
information assets converge in a squadron. 

It 1s the objective of the Maintenance Control Officer 
to optimize the use of available manpower and material re- 
sources in seeking maximum aircraft operational readiness. 
Optimum assignments and decisions require efficient processing 
of all available information. Major reee rOn bilie for 
meeting aircraft availability requirements to fill operational 
flight assignments rests here. 

Decisions are made under extremely demanding and time 
sensitive conditions. Turnover of key personnel is relatively 
high compared to comparable civilian environments. Con- 
straints restrict the decision making in this environment. 
Also, some question exists as to the ability of the decision 
makers to synthesize adequately all the information for 


effective decision making. 
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Development of expert or knowledge-based systems has 
rapidly expanded in the past few years. Such systems are 
knowledge-intensive programs which solve problems requir- 
ing human expertise. Developed applications include such 
areas as diagnosis, interpretation, and scheduling. It 
may be possible for such a system to provide decision sup- 
port for job planning and scheduling in aviation maintenance 
SeMmeroOl. | 

With the implementation of the Naval Air Logistics Com- 
mand Management Information System (NALCOMIS), considerable 
computer resources will become available to every squadron 
in Naval aviation. The present configuration at the squadron 
level includes a Honeywell DPS 6/54 minicomputer with one 
megabyte of memory and three Winchester 52 megabyte disk 
eas. NALCOMIS provides a real-time e anent aon 
system for aviation maintenance. No provision is currently 
made, however, to provide any enhanced decision support 
capability with the system. 

Because of the possible benefits an expert system offers 
for improving the decision making effectiveness in this 
area, and the potentially improved operational readiness 
that would result, an investigation of the feasibility of 
applying this technology to the scheduling of work assignments 
is warranted. The purpose of this thesis is to evaluate the 
feasibility of employing an expert system for scheduling and 


prioritizing aircraft maintenance work assignments and to 


i) 


consider the implementation of such a system using NALCOMIS 
a6 seuce 

Chapter II provides an overview of current expert system 
technology and practice. The elements, components, and 
theory behind such systems are discussed. Chapter III de- 
tails the functions and structure of an organizational level 
maintenance department and provides information on the 
respons DRTC activities of the maintenance control 
officer and of maintenance control. It also provides an 
in-depth examination of the decision scheduling process. 
This information is the result of interviews with several 
experienced and aai maintenance control personnel. 

The knowledge requirements, constraints, and environmental 
factors are analyzed. 

A comprehensive historical and technical discussion on 
NALCOMIS is included in Chapter IV. This material is 
oriented to the hardware and software currently implemented 
in the organizational level prototype system. Chapter V 
presents the knowledge base requirements for an expert sys- 
tem used in prioritizing aircraft discrepancy assignments. 
Available resources and needs are addressed. Chapter VI 
analyzes the feasibility of developing an expert system 
and NALCOMIS's ability to support sucha system. Chapter 
VII summarizes the research and makes several recommendations 


based on the analysis. 


Ie 


II. KNOWLEDGE-BASED SYSTEMS 


This chapter serves as an introduction to expert sys- 
coms, OF E systems as they are sometimes called. 
Its purpose is to describe the concepts and basic elements 
of which a knowledged-based system is composed. General 
information, categories, stages in development, basic con- 
cepts, and components of these systems will be covered. Also 
discussed are knowledge representation, knowledge acquisi- 
tion, and the benefits and e oao of these systems. 

What is an expert or knowledge-based system? Weiss and 
Kulikowski [Ref. l:p. 1] define an expert system as one that: 


handles real-world, complex problems requiring an 
expert's interpretation. 


Solves these problems using a computer model of 
expert human reasoning, reaching the same conclusions 
that the human expert would reach if faced with a 
comparable problem. 

Another definition is offered by Professor Edward 
Feigenbaum [Ref. 2:p. 5], a leading researcher in the field 
of artificial intelligence (AI): 

an intelligent computer program that uses knowledge 
and inference procedures to solve problems that are 
difficult enough to require significant human expertise 
form Solution. 

Feigenbaum goes on to state that facts and heuristics make 
up the knowledge of an expert. "Facts" are public informa- 


tion generally agreed upon by experts in a field. "Heuris- 


eeen cules of good judgment. Others often refer to 
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heuristics as "rules of thumb." Heuristics are not always 
widely known in a given domain and may vary from one expert 
to another. 

For the past fifteen years, research scientists have 
been working intensely on projects in which they use domain 
specific knowledge as the basis for solving problems [Ref. 3: 
p. 264]. This is a different approach from earlier research 
which tried to program general problem solving strategies and 
failed [Ref. 4]. As a result, laboratory knowledge systems 
have demonstrated the ability to solve complex problems in 
scientific, medical, educational, business, and military 
applications. 

In the past few years, some of these systems have found 
their way into the civilian market place. One of the first 
successful experimental systems was MYCIN. It diagnosed 
certain infectious blood diseases and recommended appropriate 
treatment. There are several commercial products based on 
MYCIN technology [Ref. 5]. Rl, which is now known as XCON, 
1S an expert system which configures Digital Equipment 
Corporation computer systems [Ref. 6]. Another system, 
Prospector, is used in geological evaluation of mineral 
deposits and has discovered deposits worth much more than 
its development costs [Ref. 7]. Stanford University, MIT, 
and Carnegie Mellon University have led research efforts 
in the area of expert systems research. 

Barr and Feigenbaum have coined the term "knowledge 


engineering" to describe the field of AI involved with 
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solving problems that normally require human intelligence 
(Ref. 8}. The researchers who develop knowledge systems 


are called knowledge engineers. 


A. CATEGORIES OF KNOWLEDGE SYSTEMS 

Researchers have classified knowledge systems applica- 
tions into several types or categories. Diagnostic systems 
deduce system malfunctions from observations. This category 
is the most prevalent of expert systems currently developed. 
Medical and electronic diagnostic systems have been fully 
developed and a majority of the commercially viable expert 
system tools have sprung from this type of system. MYCIN is 
the best known example of a diagnostic system. 

Another type of system deals with prediction. Many of 
the same knowledge representations and control strategies 
that are used in diagnostic systems are applicable to this 
category. Prediction systems try to determine the consequences 
from a given set of facts and situation. Military and weather 
forecasting are two applications of this type of system. 

Satisfying the constraints of a problem with a proper 
configuration falls under the design system category. Hayes- 
Roth states that such systems verify that a configuration, 
determined by a relationship of objects, meets the given con- 
Straints [{Ref. 9]. Circuit design and budgeting are two 
areas that come under this category. Planning is considered 


a subgroup of the design problem. A planning system seeks 
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to deduce actions and their effects. Automatic programming, 
project, and military planning are examples of planning 
system applications. 

Interpretation Systems attempt to infer a situation des- 
cription from observed facts. Intelligence analysis and 
chemical structure analysis are areas in which this type of 
system has been applied. 

Several other categories have been established; however, 
no systems for these categories have gone past the laboratory 
development stage. Monitoring, debugging, instruction, 
repair, and control systems all fit this status. Extensive 
research work is being done in each of these categories. The 
potential benefits of an expert system monitoring the sys- 
tems in a nuclear power plant or providing air traffic 
control have tremendous potential Benerits 

Later discussion will cover knowledge representation and 
control schemes as well as development tools for knowledge 
systems. It should be mentioned that the type of problem to 
be solved should be matched with the most efficient techniques 
for developing that category of knowledge system. 

This thesis is evaluating the feasibility of developing 
an expert system for scheduling aircraft maintenance dis- 
crepancies. This falls under the planning category mentioned 


earlier. 
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B. STAGES OF DEVELOPMENT 

After many years of research, an iterative development 
process has emerged as the prevalent method for knowledge 
system construction. The following is a general summary of 
this iterative process. After determining that a problem can 
be reduced to a workable domain, an expert source of knowledge 
must be found. Initial interviews are conducted and a 
knowledge representation scheme is chosen. Reasoning strate- 
gles are then selected. The next step is to build a proto- 
type. The prototype 1s then tested on cases developed by 
the expert. Modifications, and perhaps expansion, are made 
to the prototype, as necessary. This iterative process will 
be continued until the prototype produces what is considered 
expert status for the test cases. The prototype is then 
tested against actual field cases. Additional modifications 
can again be expected. Figure 2.1 depicts this development 


process. 


C. COMPONENTS 

Before one can hope to understand how an expert system 
is built, it is first necessary to have a knowledge of the 
major components that comprise such a system. Several com- 
ponents combine to form a generic knowledge system: the 
knowledge base, the inference engine, and the natural language 
user interface. Figure 2.2 is a diagram of the major com- 
ponents. Other elements to consider when building a knowl- 


edge system include the work area, control strategy, 
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Figure 2.1 Steps in Building an Expert System 





Figure 2.2 Expert System Components 
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knowledge acquisition, and explanation subsystems. Each of 
these elements will be covered in the paragraphs which follow. 
1. Knowledge Base 

This part of the system contains the experts' facts 
and heuristic rules that apply to the given problem domain. 
The way facts and relationships are encoded is known as 
knowledge representation. Knowledge representation is the 
major difference between knowledged-based systems and standard 
algorithmic programs. Knowledge representation is the key 
issue in how systems are built and how they perform. There 
are several methods of representing knowledge. In this sec- 
tion an overview of how this knowledge is represented is 
discussed. 

The first representational scheme to be discussed is 
the semantic network. A semantic network uses nodes and. 
links to represent abstract relations among objects in a 
knowledge base. An object, which may be either a physical or 
conceptual entity, is represented by a node. Elementary 
objects may be represented by alphanumeric characters called 
"atomic symbols." Nodes may also represent descriptors 
which provide information about objects. Links represent 
relationships between objects and descriptors. Two widely 
used links are isa and hasa, through which a graphic taxonomy 
is possible. Heuristic knowledge and definitional informa- 
tion are also provided by other links. The ability of nodes 


to inherit the characteristics of other related nedes in 
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their hierarchy, and the flexibility of this representational 
method, are its major advantages. Figure 2.3a is a simple 
semantic network representation. 

A derivative of the semantic network is the object- 
attribute-value representation (O-A-V). As with semantic 
networks, objects are either physical or conceptual enti- 
ties. Attributes are characteristics of objects, and value 
refers to the value of an attribute at a specific time 
(Figure 2.3.b). The only link relationships used are isa 
iiemacdosa. These links join the object to the attribute amd 
the attribute to the value, respectively. In the O-A-V 
representation scheme objects ‘may be related, certainty 
factors may be used to indicate degrees of uncertainty. 
Trees are used to designate the order and relationship of 
objects [Ref. 2:p. 40]. 

A third method of representing knowledge is by 
using rules (Figure 2.3.c). This has been the dominant form 
of symbolic knowledge representation in first generation 
knowledge systems. A rule has a premise (the if clause) 
and a conclusion (the then clause). Logical connectives 
"AND" and "OR" are used to connect several clauses ina 
premise or a conclusion. Rules may vary from simple to 
complex. Uncertainty and variability may also be expressed. 

Rules are widely used for representing procedural 
knowledge or methods of accomplishing goals. In solving 


problems, minimal coupling or interaction between rules 
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exists. Using a rules scheme has the advantage of simpli- 
fying the generation of system prompts. A rule predicate 
is easily turned into a question. Likewise, explanation 
generation is also simplified. 

Another way to represent knowledge in a knowledge 
base is by using frames [Ref. 10:pp. 73-77]. This represen- 
tation 1s essentially a semantic network in which a frame 
is a description of an object that in turn provides slots 
for storing values associated with the object. Facts may 
be stated/stored by procedural or declarative representations. 
Slots may also include rules or default values about an 
object. Objects may inherit the attributes of more abstract 
objects. The primary advantage of frame representation is 
its ability to concisely store a great amount of knowledge 
about object properties and relations. Figure 2.3.d shows 
a frame representation. | 

The final representation method presently used in 
a knowledge base is logic-based. This method has many 
Similarities to rule-based systems. First order predicate 
calculus is a formal way of representing logical propositions 
and the relationships between propositions. A predicate is 
a statement about an object or objects. A statement has 
a value of either true or false and can be linked into more 
complex expressions with connectives. Facts may be derived 
bumcipplyang basic rules of logic to the expressions. A 


primary advantage of logic representation is its ability to 
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represent almost any type of knowledge explicitly. Reference 
ll provides a straightforward and detailed discussion on 
this representation. 

Although early knowledge systems used only one of 
the previously discussed schemes for representing knowledge, 
more recent systems often use a combination of representa- 
tions. Each method is used for the knowledge it represents 
best. 

2. Inference Enie 

This component embodies the control and inference 
strategies that experts apply when they manipulate the rules 
and facts stored in the knowledge base. It serves as the 
general reasoning mechanism and rule interpreter of the sys- 
tem. Two major jobs are performed by this component. If 
possible, it determines new facts by examining the facts and 
rules that exist at a given time. Secondly, it also decides 
the order of inferences. An inference is the process of 
deriving new facts from already known facts. 

There are three inference strategies used in current 
rule and logic-based expert systems. The rule of logic 
commonly referred to as modus ponens is the most widely used 
Strategy. It allows one to determine new facts from rules 
and known facts. In general this law states that if the 
premise of a rule is true, the conclusion may be assumed to 


be true, i.e., if A, then B. 


24 


A second inference strategy allows for the use of 
Ticeretdlin wntormationsin both facts and rules. -Certainty 
factors are usec by the inference engine for expressing 
indefinite or uncertain information. 

Resolution is the third strategy and is a rather 
complex logical process. It basically condenses to the 
following: IF-THEN statements may be written as OR state- 
ments, and OR statements may be combined. Under appro- 
priate circumstances, the inference engine uses this 
strategy in addition to modus ponens. See Reference 2, 
Beomeoz-54 for more information. 

In the present state of knowledge system development, 
these are the three basic inference strategies used. Al- 
though other strategies exist, they have not yet made it 
from the research laboratories to commercially available 
systems. 

A knowledge system must have some way of determining 
where to begin the reasoning process, e.g., which rule to 
look at first. Secondly, there must be some way of resolving 
a Situation where alternative lines of reasoning occur. 
Control mechanisms serve to satisfy these two requirements. 

Two primary reasoning mechanisms are employed in 
present control techniques. These procedures are commonly 
referred to as backward chaining and forward chaining. The 
representation of the knowledge base is often the determining 


factor as to which of these implementations is used. When a 
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problem is being studied, the conceptual area defined by 
all the possible states that could occur as a result of 
interactions between the elements and operators is called 
the search space [Ref. 2:p. 55]. The shape of the search 
Space, 1.e., whether all the possible goals are known, 
frequently determines which method is more efficient. If 
the goal(s) state is not known forward chaining is used. 

Backward inferencing occurs when the system works 
backward from a hypothetical solution or goal to determine 
evidence supporting the solution. Intermediate hypotheses 
are often formulated and tested during this process. A 
search of the knowledge base first centers on a rule or rules 
whose firing would give the Eee conclusion [Ref. 12]. 
The premise, or antecedent part of the rule, will then focus 
on the problem facts stored in working memory. When this 
search finds a match with the antecedent rule the search is 
complete. If a search fails, the system will continue the 
search for another rule whose firing satisfies the first rule. 
This process continues until either a rule is found to satisfy 
the initial antecedent or the system asks for information 
from the user in an attempt to satisfy the rule. This type 
of inferencing is most effective when the possible outcomes 
are known and relatively small in numbers. It is the primary 
control strategy used in MYCIN [Ref. l3:p. 5}. 

Forward inferencing attempts to reason forward 


from the facts to a solution. This control technique is 
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data driven and is a more complex process than backward 
Chaining. 

A workarea is an area of memory set aside for storing 
a description of a problem constructed by the system from the 
Facts supplied by the user or inferred from the knowledge 
base. This area is also called working memory. It contains 
the known facts. Forward chaining proceeds by first recog- 
nizing the rules that are satisfied based on the contents of 
working memory. The conclusions of such rules are then 
placed in the workarea. The system then checks additional 
rules, trying to determine which can succeed. 

Other processes are also used by the inference engine 
M ee purpose of control. Depth=-first search of the 
knowledge base seeks to produce subgoals and pursues these 
goals until all information on them has been obtained. It 
seems to be the preferred method. Breadth-first search will 
first look at all the premises in a rule. This type of 
process may appear to be disjointed, especially if the user 
is asked for input. King and Harmon use an analogy that 
general problem solvers tend to use breadth-first reasoning 
because they inquire in a general way about the problem to 
be solveadulRet. 2:pp. 57-58]. On the other hand, a specialist 
manen Solver concentrates on a specific aspect of the 
problem and looks for the details associated with one aspect 
at a time. A depth-first method is more appropriate in this 


case. 
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Monotonic and nonmonotonic reasoning are two other 
aspects often associated with the inference engine. With 
monotonic reasoning, all values for an attribute (a general 
characteristic or property of a physical entity) remain the 
same for the entire problem solving session. Thus the amount 
of true information continually grows. This type of reason- 
ing 1S predominant in present systems. 

Nonmonotonic reasoning allows facts that have initially 
true values to be changed. This iS a very complex process 
to deal with in a computer environment. Planning is an 
example of one area where this type of reasoning may be used. 
Decisions which were originally believed to be true may 
be later retracted as additional information is determined. 

This concludes discussion of inference engines and 
the control procedures associated with them. They are the 
State of the art and are being used in most of today's 
knowledge systems. More efficient methods of reasoning and 
search are still being sought, however, this is one reason 
Jny expert systems today are still restricted to specific 
problem domains and have not reached the capabilities of 
reproducing the broader knowledge and reasoning abilities 
of even a small child. 

3. Natural Language 

As this subject constitutes a major branch of AI 

research (as do expert systems), only a brief discussion 


dealing with the role of Natural Language in expert systems 
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will be made. Natural Language is basically a method that 
allows conventional language inputs to the computer system. 
Natural Language is usually introduced as a feature of a 
development tool. Its primary use in knowledge systems is 
to provide an interface for the user in developing knowledge 
bases. It must be stressed that these conventional language 
inputs are not to the stage of development that any semantic 
input 1S acceptable. Rather, a structured and somewhat 
constrained English language input and output is used. The 
Meenot Natural Language has proven quite beneficial in 


building knowledge bases using knowledge development tools. 


D PERIL SYSTEM DEVELOPMENT LIFE CYCLE 

The term "knowledge acquisition" refers to the process 
used by a knowledge engineer of extracting knowledge from an 
expert source and programming it in the knowledge system. 
Human experts are not the only sources of knowledge. Text- 
books, empirical data, databases, and other human non-experts 
are examples of other potential sources of knowledge. 
Knowledge acquisition is an extremely complex and somewhat 
ill-structured process that involves problem definition, 
implementation, and refinement, in addition to the represen- 
tation of the expert's facts and relations in the knowledge 
base. Highly detailed and refined domain-specific knowledge 
is mequinred to solve a difficult knowledge acquisition» prob- 


lem. One should remember that building expert systems 1s not 
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a well defined and understood development process. Only 
theoretical work has been done in some areas. However, the 
research completed over the last ten to fifteen years has 
provided a general Sequence of stages that occur for most 
developments. 

Locating, collecting, and refining knowledge are all part 
of the knowledge acquisition process. The gathered knowledge 
must be converted to an acceptable computer programming 
form. The knowledge acquisition process envelops all the 
stages to be discussed, i.e., it is not restricted to only 
one or two stages. Throughout the acquisition life cycle 
the knowledge engineer attempts to determine the procedures, 
Specific facts, and judgmental rules of a domain that an 
expert uses to solve a problem. 

Knowledge acquisition is the bottleneck in building 
expert systems [Ref. 14:p. 129]. Because knowledge acquisi- 
tion has proven to be such an arduous and intricate proce- 
dure, few detailed accounts of the process have been written. 
The most cogent and specific coverage to be found was by 
Buchanan et al., in Hayes-Roth's Building Expert Systems 
[Ref. 14]. The reader should turn there for a more detailed 
account of the knowledge acquisition process. 

As with other software development efforts, building an 
expert system lends itself to being an iterative process 
and knowledge engineers have divided it into several major 


Stages. These stages need not proceed in the exact order 
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presented here. In fact, some of these stages will often 
be repeated several times during the development life cycle. 
The following is only a logical presentation of the stages. 
TER rob len Identification Stage 

One of the first steps in project development is to 
determine who will be the key players in the development 
of the expert system and what roles each will play. A 
project may involve one or more knowledge engineers. Although 
more than one expert can be chosen, this is not normally the 
case. The task of extracting the basic relations, concepts, 
and definitions related to the problem is quite difficult. 
The knowledge engineer must structure an expert's knowledge 
and help the expert to identify and formalize domain concepts 
[Ref. 14:p. 165]. This is a formidable task when only one 
expert is involved. Experience has Do involvement 
of two or more experts intensifies the problems, since it 
is unlikely that two experts would be in total agreement 
on how to solve a problem. Trying to choose between differ- 
ing views in the early development stages unduly compli- 
cates the problem and should be avoided. It has become 
standard practice to choose one expert to work with initially. 
Later in the development, other experts may be included to 
test and revise a newly developed system. 

Knowledge engineers must first totally immerse 
themselves in a project, learning as much as possible about 


the problem and its domain. Ways of becoming more familiar 
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with a problem include studying readings and reports on 
the subject, talking to people knowledgeable in the field, 
or by visiting the site of the problem to be solved and 
observing, first hand, present procedures being used. 

After this initial research, the knowledge engineer 
must determine if the problem is suitable for knowledge 
system application. This is one of the most critical points 
in Te development cycle. Knowledge that is subjective, 
symbolic, changing or in part judgmental, is appropriate 
for expert system development. Knowledge that is stable, 
numerical, formalized, or firm is probably better imple- 
mented as a traditional algorithmic program. 

If a problem proves suitable to knowledge system 
development, the knowledge engineer must begin considering 
the general type of sk Oris Pobi falls under (i.e., 
monitoring, diagnosing, etc.), based on the initial informa- 
tion he has acquired. At this point, appropriate methods 
of representation and control must be considered. 

During this stage an expert must be picked to work 
on the development project. In some situations there may be 
only one expert in the organization to consider. In others 
the search and selection process will be more difficult. By 
talking to others in the field, the knowledge engineer should 
be able to narrow the search process to a person whose 
performance and reputation in the problem domain clearly 


exceeds others--an expert. 
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Simply finding an expert candidate however, does not 
necessarily end the task. If a person is an expert in a 
gien field, the firm may beyreluctant (Öö lse his efpertise 
for the period of time necessary to fully develop an expert 
system--up to two years in some cases. If the system is to 
have a good chance of performing at a high level of expertise, 
however, the company must be convinced of the necessity of 
doing without this highly valued asset. Any less commitment 
on the part of management is certain to decrease the chances 
of producing a reliable system. Support for this issue is 
essential. 

Another issue to be considered is the ability of the 
knowledge engineer and the expert to communicate with one 
another. These individuals will be working in a very com- 
plex environment for a lengthy period of time. Each must 
have confidence in the other's ability and be able to get 
along with the other. If this area is a troublesome one, 
consideration should be given to replacing either the 
knowledge engineer or the expert. 

Having chosen the two key participants, the problem 
then needs to be fully defined. Problem characteristics 
and subproblems need to be determined. The terms, avail- 
able data, and their relations must also be defined. Con- 
sideration should be given to what a solution to the problem 
contains. The present role of the expert in solving the 


bae@otem should be evaluated. Also, the key concepts related 
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tO one problem should be developed and clarified. 

Buchanan classifies knowledge into two sets, strate- 
gic knowledge and structural knowledge [Ref. 14:p. 134]. 
Structural knowledge specifies the terms and tasks the user 
is determining; strategic knowledge provides how and when 
the system will establish these terms and tasks. He indi- 
cates these two types of knowledge are joined to what he 
terms the system's inference structure. This, or a similar 
organizational approach, is appropriate for development. 

Another consideration during the problem identification 
stage is to determine the personnel, computing, and monetary 
requirements necessary to develop the knowledge system. The 
two primary personnel required for the project are the 
knowledge engineer and the problem expert. As mentioned 
previously, considerable time requirements for these players 
must be allowed. Development of a knowledge system may 
necessitate the dedication of considerable computer time and 
assets or even the acquisition of a separate computer environ- 
ment. Procurement of a software development tool may also 
be required. All these costs need to be considered in this 
initial stage of development. 

From the information determined in defining the 
problem, the goals or objectives of the system must be 
identified. Also any constraints to the project should be 
agreed on. 

From the material presented thus far, it is easy to 


see the importance and complexity of this first stage in 
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developing a project. Hard, cold facts and issues need to 
be completely evaluated during this stage if an efficient 
development process is to be ensured. 
2. Conceptualization Stage 

The conceptualization stage consists of a detailed 
determination of the concepts of the problem and their re- 
lationships. Relationships between objects are stated. The 
processes involved in the problem solving and any constraints 
are settled. During this stage an attempt is made to separate 
and identify the knowledge needed for solving a problem from 
the knowledge used to justify a solution. At some point 
the concepts and relations should be written down and formalized. 
At this stage in the development cycle the knowledge engineer 
and the expert continue to have a close working relationship. 
The knowledge engineer will also continue thinking about 
which architectures are best suited to organizing the gathered 
knowledge, as well as appropriate tools that may be useful 
for representation. A primary goal of this stage is to 
reach the point where work on an initial prototype system 
can begin. 

3. Implementing A Prototype 

This stage consists of much more than prototype con- 
struction. Initially, the conceptual information is taken 
and put in a representative form that can be used with a 


chosen implementation tool. The initial prototype should not 
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attempt to encompass the entire problem domain, but rather 
only a limited but representative problem segment. 

Selecting which tool to use will be greatly influenced 
by the inference strategies and kKmewledde se gete cam ee 
expert in the process of solving a problem. Seldom is one 
tool advantageous in all areas. The tool with minimum dis- 
advantages and a representational framework most applicable 
to the major areas of the problem is chosen. Harmon and 
King advocate that a primary conclusion of the prototyping 
be the adequacy of the selected expert system building tool 
for expressing the expert's knowledge and heuristics 
[Ref. 2:pp. 202-209 ]F 

In formalizing the problem, constructing a model of 
the problem solving process can be an important factor in 
development of a or meee system. Model types can be either 
mathematical or behavioral [Ref. 14:p. 145]. The role and 
characterization of data should also be carefully analyzed. 
Included are such considerations as the uncertainty, relia- 
bility, and consistency of the data. Partial specification 
of such information has proven very beneficial in previous 
development processes. 

During this phase the knowledge engineer works closely 
with the expert, not only to extract the essence of the 
problem solving method and heuristics, but also to teach the 
expert how to formulate his views in rule forms. The knowl- 


edge engineer may possibly demonstrate how he converts the 
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expert's reasoning processes into rules of thumb to be used 
in the system. The expert will also be asked to formulate 
several test cases which may be used to test a broad range 
of system requirements. Typical elements to test include 
inference rules, control strategies and input/output out- 
comes. For instance, inference rules must be evaluated 
EOr COrrectness, consistency, and completeness. Test 
cases should be designed to test a broad range of require- 
ments. Just as the prototype addresses only a subproblem 
of the domain, so a test case may be designed to test only 
specific aspects of a system. 

The prototype system should include the data struc- 
tures, inference strategies, and control techniques in a 
representational form expected to be used for total system 
development. Nevertheless, most authorities make a point 
of emphasizing that the initial prototype program should be 
designed from the standpoint that the entire program, or 
Uae ROL lt, will be discarded and not used an the final 
product. The primary purpose of prototyping is to test the 
basic concepts, formalisms, and inference strategies the 
knowledge engineer has thus far developed, as well as test 
the design tool being used. 

4. Testing 

This step in the development cycle seeks to evaluate 

the accuracy and utility of the knowledge-based system. 


Testing should provide developers with the limitations of 
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the expertise of a system. A major goal of testing is 

to improve the design and performance of the expert system. 
Just aS expert system technology is still developing, so 
are the methods of evaluating these systems. Testing as a 
methodology is rather primitive at lads time. Nevertheless, 
many lessons in system evaluation have been learned and 

the fact that a state of the art has not yet been reached 
should not lessen the effort devoted to planned testing 
throughout the development stages. 

Testing should be an integral part of the development 
process. Ideally, system evaluations should be first formu- 
lated when the system is being designed and should be con- 
ducted throughout the various stages of implementation. 
Unfortunately, this is frequently not the case. Gaschnig 
contends that planning tests early in development forces 
designers to determine specific system goals and objective 
measures for the achievement of those goals [Ref. 15:p. 243]. 

The formality and complexity of tests increases as 
system development progresses. The first testing is normally 
made after the initial prototype has successfully run the 
first couple of test cases and is initially an informal 
process. It concludes with formal structured evaluations 
of performance and user acceptability of the complete expert 
system. 

Testing attempts to evaluate the functionality and 


accuracy of the knowledge base and inference structure. It 


38 


is much more than simply running test cases and comparing the 
results to those of the expert. For example, not only the 
fact that the right answer was derived, but the reason the 
system produced the right answer will be looked at. Typical 
characteristics of the knowledge system that are evaluated 
include the reliability of decisions and advice, correct 
reasoning, user requirements, ease of use, and input/output 
parameters. Program efficiency and the hardware environment 
should also be evaluated by testing. 

When designing a test, a builder should keep in 
mind three key considerations: who it is for; what is to 
be evaluated; and the goals of the testing [Ref. 15:pp. 251l- 
258]. An attempt to involve the user in the testing at an 
appropriate stage may pay considerable dividends to developers 
by giving early feedback on the user's likes or dislikes. 
User interface is normally not a primary concern during 
development of the initial prototype. Another benefit comes 
from the generation of user interest in a system and a feeling 
that user opinions are important to system development. This 
may lead to easier acceptance for the system when it is 
eventually introduced into the work environment. 

Test cases that have successfully proven the capa- 
bility of the system at one stage of development and that 
have themselves proven to be valid tests, should be repeated 
in each later test stage. This ensures that any additions 
or modifications to fix a problem have not caused new 


problems in areas formerly functioning properly. 
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Although the difficulty of designing ef tegen 
evaluation criteria is apparent, this fact should not deter 
development of testing planning at an early stage. Testing 
plays a crucial role in the determination of the ultimate 
success of any knowledge system--its acceptance and use by 
the user., 

5. Revision and Expansion of the Prototype 

Although revision and expansion are listed together, 
they are, in fact, separate activities. Based on results 
of testing, the prototype and its successors are revised 
to meet the predetermined requirements. Facts and rules 
are revised as necessary. The development tool also is 
evaluated for its ability to provide the proper development 
environment during prototype implementation and testing. 

If the tool proves unsatisfactory, a new tool is selected 
and a new prototype built and tested. 

Once the prototype is accurately functioning and 
has demonstrated the applicability of an expert system to 
the problem domain, work is begun on revising the prototype 
and developing a complete system. From the prototype, much 
insight is gained on the problem solving process and ways 
of representing the related knowledge and facts. 

Because of basic design revisions, changes in facts, 
rules, and different hierarchial relationships, it is not 
unusual to discard the prototype and build the complete 


system from scratch using the lessons learned in the 


40 


prototype development. Recycling through the implementation 
and testing stages is common as the system is refined. 

Development of the full expert system provides an 
expansion of the knowledge base in both depth and breadth. 
Considerable expansion and refinement of the heuristic rules 
are required. Not only are new rules added for covering 
other problems not originally represented by the prototype, 
Büt a finer, more in-depth knowledge in subproblem areas is 
included in the expanded system. 

It is at this stage in the development cycle that 
intense effort is devoted to designing an expert system 
that interacts well with the user. A unique feature of 
expert systems is the explanation facility which is able to 
explain why it is seeking information or the basis of how it 
arrived at a decision. For these features to be useful to 
the user e must be easily accessible and concisely ex- 
plain an action in English. This requires extensive effort 
on the part of the knowledge engineer andthe expert during 
the design and programming of the system. 

Revision, reimplementation, and testing continue 
until the knowledge engineer and expert agree the system is 
performing at an expert level. One final consideration is 
a decision on whether to use the system as developed inthe 
unique knowledge engineering-based language or tO convert 
the system to a more common application language for porta- 


bility and integration with current hardware or databases. 
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At this point integration into the work environment is the 
next step. 
6. Integration and Maintenance 

This stage is another that is no less important than 
any of the others previously covered. No matter how good a 
knowledge system may be in giving correct answers and pro- 
viding good advice, if it fails to gain acceptance by the 
user, ie fails. 

All the problems normally associated with introduc- 
ing any new system into the workplace can be expected. The 
politics of orchestrating a major organizational change are 
bound to arise and must be dealt with. The knowledge engineer 
must attempt to foretell and take action to minimize such 
conr Llicts. 

To overcome resistance to change, several things may 
be a Prior planning that involves dissemination of 
information on the forthcoming system, opportunities for 
communications for those to be involved with the new system 
(both before and after introduction), and proper support for 
the new system are but a few. Extensive training for all 
involved with the system is also necessary if the maximum 
benefits are to be gained from the knowledge system and 
users are to be comfortable with its operation. 

It is not unusual for any product involved with AI 
to initially meet with some degree of user resistance and 


skepticism. There may be several reasons for this and a 
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concerted effort must be made from the system's introduction 
te overcome this resistance. One approach is to emphasize 
that the expert system is being introduced not in an attempt 
to replace the decision making of the user, but rather as 

an aid to the user that may save time or replace burdensome 
tasks. Convincing a nonexpert to accept the expert system 
1s essential. 

Another consideration associated with the integration 
of the system is interfacing already existing systems or 
databases. Although iamai for this should originate in 
earlier development stages, the actual interfacing takes 
place during this stage and may prove challenging [Ref. 
l6]. Even so, the fact that an organization already has 
data gathered in some organized manner should be considered 
as a source of facts for the expert system. Data should be 
viewed as a resource, and maximum use made of it. 

Maintenance of a knowledge system varies from sys- 
tem to system. But like any software product, it is required 
and has considerable costs associated with it over the sys- 
tem's life. An expert system may be translated into a common 
language, such as BASIC or C, for improved efficiency or 
portability reasons. In such cases the local user has very 
limited maintenance capabilities. Any rule changes or 
additions are performed by the developers. In some cases, 
where the program is not translated into another language, 


the users may be allowed to make specified modifications, 
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which may include adding or modifying some rules. This 
provides the benefit of having an independent product, but 
requires more extensive training of users. 

A major advantage of expert systems over algorithmic 
programs is modularity. For knowledgeable users of existing 
systems this has proven very beneficial and has reduced the 
complexity of changes since only a segment need be changed. 
Also, such modular changes do not affect other areas of the 
program. The Stages in the development of an expert system 


are summarized in Figure 2.4. 


E. DEVELOPMENT LANGUAGES AND TOOLS 

This segment discusses the programming languages and 
tools used in the development of knowledge systems. LISP 
and PROLOG are the two symbolic programming languages most 
frequently used in AI. They have features which make it 
easier to build knowledge systems than do conventional 
languages which are designed for numerical operations. These 
two AI languages are more flexible than development tools, 
but also more difficult for prototyping a new system. In 
the past few years, several expert system building tools 
have become available. Such tools have incorporated basic 
knowledge engineering principles. 

l. Languages 

LISP is the language most frequently used for build- 

ing knowledge systems. Essentially, LISP does not differen- 


tiate between data and programs. Only a few basic functions 
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Figure 2.4 Stages in an Expert System Development Life Cycle 
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are used. Storage space is efficiently managed and program 
modularity iS a main feature. LISP's primary advantage 
over other high level languages, such as FORTRAN or PASCAL, 
1S its ability to do symbolic processing. Symbolic pro- 
gramming provides manipulation of strings of symbols with 
logical, rather than numerical, operators. 

Its greatest disadvantage is the requirement for a 
LISP interpreter. LISP interpreters are currently available 
for only a few computers. An interpreter serves to inter- 
pret the LISP functions so they may be executed by the 
hardware. Thus, an expert system written in a particular 
LISP language can only run on computers for which there is 
an interpreter for that language [Ref. 16]. As a result, 

a company may have to invest in a new computer in order to 
develop or implement a LISP-based expert system. LISP also 
suffers from a lack of standardization; several dialects 
exist. 

Managers are frequently faced with the dilemma of 
distributing a runtime version in LISP or translating the 
LISP program into a more common language. The latter choice 
has the disadvantage of requiring an extensive time for re- 
write; however, this alternative may be cost effective if 
many users require the software and don't have LISP compati- 
ble hardware. This alternative also has the misfortune of 
requiring all maintenance to the program to be done by the 


developer. 
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Another representational language for encoding ex- 
pert knowledge is PROLOG. This logic programming language 
was Originally developed in Europe and is quite popular 
internationally. It is based on a subset of first order 
logic. Compared to conventional programming languages, 
its syntax requirements are much less complex. PROLOG 
has several distinctive features. These include that it is 
rule-based, it uses pattern matching, and it uses automatic 
backtracking [Ref. 17]. The same disadvantages associated 
with LISP are applicable to PROLOG. 

2. Development Tools 

A significant benefit of research over the past ten 
years has been the creation of expert system development 
tools that provide meaningful assistance in building expert 
systems. These tools are basically the frame or skeleton 
of an already existing expert system. The knowledge base, 

“which contains the rules and d&ta unique to a particular 
problem, is stripped away. 

Expert system building tools do have several limi- 
tations. Present designs of such tools have only been able 
to capture certain types of knowledge that experts use in 
solving specific types of problems, such as diagnosis or 
prescription. Therefore one must insure a tool is appro- 
priate to the problem prior to selecting a tool. 

Some of these software tools are written in LISP or 


PROLOG and require AI capable hardware. Others have been 
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rewritten in conventional high level application languages. 
Each tool provides different methods of representing knowl- 
edge and inference. They are marketed by both universities 
and commercial companies, with the former's documentation 
generally less developed than the commercial product's. 
Support and training also tend to be better and more exten- 
sive for the commercial product. 

Even with the noted disadvantages, expert system 
development tools have tremendous potential. King and 
Harmon assert that the majority of expert systems developed 
in the future will use expert system tools [Ref. 2:pp. 195- 
209]. In fact, they go so far as to state that if one is 
developing a large knowledge-based system and an expert 
system development tool is not available, most knowledge 
engineers would likely recommend discontinuation of the 
project. The reasons are the substantial cost and time 


required to develop an entire system from scratch. 


F. SHORTCOMINGS 

Although expert systems offer many benefits and have 
vast potential, there are several shortcomings which should 
be addressed. Development of such systems is not only 
difficult, but expensive and time consuming. Development 
and production costs are much higher than for other types 
of programming. Costs for existing systems have ranged 


from $100,000 to over a million dollars. 
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Building knowledge systems is a lengthy process, 
especially if built from scratch without the aid of a 
development tool. Expert knowledge is often not well 
formulated and easily extractable. Initial systems required 
an average of twenty man years to develop, with more recent 
systems still requiring as many as five man years. Never- 
theless, research and development of expert building tools 
can be expected to reduce this period in the future. 

Although expert systems are solving problems that al- 
gorithmic programs could not, they do not have the capa- 
bility of a human expert. These programs are taken from 
the deep knowledge of an expert; they consist of compiled 
surface knowledge. Explanations for their reasoning is 
rather shallow and novel situations are not solvable. Their 
ability to interact with the user 1S primitive compared to 
that of a human expert. 

Presently, the most serious shortcoming in this field 
is the severe shortage of trained knowledge engineers able 
to develop these systems. Estimates have placed the number 
of knowledge engineers in the United States from 250 to 
350. Most are working in academia, think tanks, or a few 
industrial labs. There are presently only a dozen or so 
commercial companies developing and marketing knowledge 
systems. Although the demand for knowledge base systems will 
continue to grow, the lack of knowledge engineers is a con- 


siderable constraint. Universities are not training many 
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of these engineers. In reality, the learning process for 
knowledge engineers has primarily been acquired by first- 
hand interviewing of experts. This is a slow process. It 
would seem that this shortage is likely to continue for the 


near future. 


G. CONCLUDING REMARKS 

This chapter has covered many aspects of expert system 
development. It was not intended to give detailed infor- 
mation on successfully developed systems and their techno- 
logical approaches. This information is readily available 
from other sources. Rather, the intent was to convey 
information on the major components of knowledge-based 
systems and the approaches that make up Knowledge system 
development. 

No single development taxonomy has yet emerged to 
dominate this area. Many domain specific problem types 
have yet to submit to some symbolic programming solution. 
Although research is ongoing in.these areas, progress is 
slow. 

It should be stressed that although several systems are 
quite successful, just as in the case of most experts, these 
programs are not infallible. They do make mistakes. They 
also operate on complex problems at levels of success that 
equal or exceed the human expert they are designed to 
emulate. Chandrasedaran points out that the 80 percent/20 


percent rule is quite applicable, i.e., it may be quite 
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reasonable to efficiently and economically capture 80 per- 
cent of the knowledge of a problem domain, but the remain- 
ing 20 percent may require trade offs which are unacceptable 
[Ref. 18]. These trade offs include such items as extremely 
high costs for the knowledge captured, extraordinary time 
requirements, or specifications which simply exceed the 
technological capabilities of the field. 

Expert systems may have a bright future, but there are 
currently a number of constraints which restrict the growth 
of this technology. Hayes-Roth cites the shortage of 
skilled knowledge engineers, primitive development tools, 
and the difficulty of the work as reasons current demand 
of this technology exceeds supply [Ref. 19]. 

Knowledge systems will have a large impact on our society 
in the future. They offer tremendous promise for signifi- 
cant productivity increases in business. Some feel that 
development tools will become as common as many popular 
application programs such as Lotus 1-2-3 or VisiCalc are 
mesa Ref. 2:p. 253]. There is a vast potential for ex- 
pert systems to revolutionize the use and benefits of 
computers to our society. The chapters which follow examine 
ENewECaSIbDiIlity of applying this technology to the aircraft 


maintenance discrepancy scheduling domain. 
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III. MAINTENANCE CONTROL AND DISCREPANCY SCHEDULING 


The previous chapter presented the pace concepts and 
principles associated with expert systems and their develop- 
ment. This chapter examines Maintenance Control, the area 
of aircraft maintenance this study is evaluating for possible 
implementation of a knowledge-based system. 

Organizational maintenance functions are assigned to 
squadrons by Reference 20, entitled the Naval Aviation Main- 
tenance Program (NAMP). This is commonly referred to as O- 
level maintenance and basically consists of inspecting, 
troubleshooting, servicing and lubricating aircraft or air- 
craft systems... It alsowallows for the remneval and replace: 
ment of parts and minor assemblies of the aircraft. Defective 
components are repaired at a higher level of maintenance. 

To ensure effective management, the NAMP has assigned a 
standard organization for the O-level maintenance depart- 
ment. Figure 3.1 shows the organization for Navy and Marine 
Corps O-level units [Ref. 20:pp. 3-2-3]. It can be seen 
from this figure that these organizations differ only slightly. 
The organization is based on staff and line relationships. 
Line relationships are direct supervisory relationships; 
staff relationships are advisory in nature. Quality Assurance 
and Maintenance Administration are the staff divisions at 


the organizational level. The other work centers depicted 


32 


| 


Tanara oen) [aan aa 
ee 


cae rarae 
DOYO N 


(NOTE 1) 
a 
POWER PLANTS SRANCH ELECTRONICS BRANCH PLANE CAPTALNG BRANCH 
7 AIRFRAMES BRANCH ELECTRICALINGTEUMENT BRANCH TROUBLESHOOTERS SRANCM 
AVIATION LIVE SUPPORT RECONN ALSSANCE/ SUPPORT EQUIPMENT BRANCH 
EQUIPMENT BRANCH PHOTO BRANCH INOTE DN) 
TNEPECTION BRANCH ARMAMENT BRANCH 


ee ee ae 





cna 


a. Navy O-Level Maintenance Organization 


——~ 
—_— +. 





AIRCRAFT MALNTENANCE OFFICER 
ASSISTANT AIRCRAFT MAINTENANCE OFFICER 


ee re 


ee ee 


POWEE PLANTS (NOTS D) COMMUNICA TIONAVA VILA TION FLIGHT UNE 

METAL TLECTRIC SUPPORT EQUIPMENT 
HYDEAULICS FIRE CONTROL NOTS D) 

CORROSION CONTROL RADAR( NOTE N) 

ALRCREW PERSON AL PRO- ELECTRONIC COUNTEREMEASURE 

TECTIVESURVIVAL EQUIP. (NOTE 23 

CCRESSVENVIRO NMENTAL RECONN ALSHANCE/PHOTO 

SYSTEMS (NOTE TD iNOTE H 

PHASE MAINTCHECK CREW 

PROPELLER (NOTE N) 


b. Marine Corps O-Level Organization 
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have a line relationship. The central role of Maintenance 
Control is depicted in these charts. 

Maintenance departments vary in size from 100 to 250 
personnel. The number of personnel assigned depends on the 
number of aircraft assigned to a unit and the complexity 
of the aircraft. 

The remainder of this chapter describes the responsibili- 
ties of the Maintenance Control Officer (MCO), followed by 
an examination of the prioritization of discrepancies. First, 
some terminology related to aircraft readiness status must 


be introduced. 


A. AIRCRAFT READINESS REPORTING TERMS 
Several terms are used specifically for describing the 
material condition of aircraft. These terms are defined 
in the following subparagraphs and are paraphrased from 
definitions specified in Reference 20, pp. C-32-33. 
l. Mission Capable 
The material condition of an aircraft which indi- 
cates it is capable of performing at least one and possibly 
more of its designated missions. A common term used to 
signify this condition is that™enewamec tc om Up ec 
flyable. Mission Capable aircraft are divided into the 
following two categories. 
a. Full Mission Capable (FMC) 
The material condition indicating that an air- 


craft can perform all of its assigned missions. 
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b. Partial Mission Capable (PMC) 

The material condition of an aircraft indicateng 
EMete tt can perform at least one, but not all, of its 
missions. This category is further broken into two subcate- 
gories. Partial Mission Capable Maintenance (PMCM) indi- 

- cates that the reason for the PMC status is because of 
outstanding maintenance requirements which exist on the 
inoperable systems. The second subcategory is Partial Mission 
Capable Supply (PMCS), indicating that the PMC condition 
exists because maintenance cannot be performed because of 
a supply shortage of the required material. | 

2. Not Mission Capable (NMC) 

The material condition of an aircraft which indi- 
cates it is unable to perform any of its missions. Aircraft 
in this category are commonly referred to as being "down," 
i.e., nonflyable. There are two subcategories for this 
Sstacus. 

a. Not Mission Capable Maintenance (NMCM) 

Indicates that the aircraft is down because of 
maintenance requirements. 

b. Not Mission Capable Supply (NMCS) 

The material condition of an aircraft which 
indicates it is not “capable of performing amy of Pts mFS- 
Sions because the maintenance necessary to repair the 
discrepancy cannot continue because of a supply shortage 


of required material. Most maintenance personnel seldom 
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use these terms in their everyday discussions about aircraft. 
To a large extent they use the simple terminology "up" and 
"down" aircraft. An up aircraft is either FSC or PMC. A 
down aircraft is one which is not flyable and could more 


formally be described as either NMCM or NMCS. 


B. MAINTENANCE/MATERIAL CONTROL 

Maintenance Control is responsible for directing all 
aircraft maintenance activities within a squadron. It is 
the brain of the maintenance department, for from this work 
center all work is assigned and coordinated. 

The Maintenance Control Officer heads this workcenter. 
Personnel staffing varies, depending on the number of air- 
craft assigned to a squadron and the manpower assigned to 
the maintenance department. Several maintenance controllers 
and an E-7 or E-8 Maintenance Control Chief (MCC) are usual 
staffing. 

The NAMP sets forth many responsibilities for the MCO and 
Maintenance Control division. Among the primary responsibili- 
ties assigned the MCO are the control of the daily work load 
and assignment of work priorities for the maintenance depart- 
ment. This work center directs, coordinates, and monitors 
all maintenance actions, ensuring all resources of the depart- 
ment are used. Throughout the day the decisions that confront 
the MCO are complex and dynamic. 

Assigning the necessary aircraft assets to meet the 


squadron's operational commitments is the overriding priority 
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ea@lmecaay. A typical sflight seheduleswaliminvolvesaircratt 
launches in the morning, afternoon, and evening. Properly 
configured aircraft to complete the scheduled mission must 

be assigned. Frequently, not enough "up" aircraft are 
available to assign one to each scheduled mission. Work must 
then be directed to either turn around "up" aircraft that 
return from earlier missions or repair aircraft not initially 
capable of performing a given mission. 

In order to maximize the aircraft operational readiness 
the MCO/MCC seek to effectively and efficiently manage the 
material and manpower resources available and direct these 
resources in a manner that yields the most "up" and full 
mission capable aircraft. 

A key to the success of the maintenance department's 
effort to maximize operational readiness is the scheduling 
and prioritization of discrepancies to be worked on. Many 
factors enter into this decision process, including the 
available manpower and their qualifications, the expected 
required repair time, the availability of needed equipment 
and facilities, future commitments and deployments, etc. 

The pertinent factors involved in the decision process will 
be covered in detail below. 

The MCO has considerable responsibilities in addition to 
those previously cited. These include the planning of the 
material support requirements for the department. Canni- 


balization control procedures, technical directive 
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incorporation, and scheduled maintenance planning are three 
other responsibilities. 

Cannibalization is the process of removing a good part 
off one aircraft and the installation of this part on another 
aircraft for which the part is defective and not immediately 
available for issue from the supply system. Policies governing 
cannibalization must be followed and the tradeoffs carefully 
weighed. Scheduled maintenance is the periodic prescribed 
inspection or servicing of aircraft, normally done on a 
calendar of flight hour basis. This maintenance can be 
planned for in advance. It includes such maintenance as 
calendar and phased inspections or high time component removal. 

Maintaining aircraft and equipment log books and weight 
and balance records are also the responsibility of the MCO. 

It also falls to him to maintain historical aircraft files 
and monitor 3M documentation. 

VIDS boards and material requisitions must be validated 
daily by maintenance control. The responsibility for the 
establishment and maintenance of a tool control program is 
also assigned to the MCO, as well as formulation of the 
monthly maintenance plan. 

As the central control point for maintenance, this center 
must constantly monitor and maintain cognizance of all 
uncompleted maintenance actions. This environment is con- 
stantly changing. New information is incessantly forthcoming. 


Additional new unscheduled discrepancies are the result of 


58 


returning aircraft missions where systems malfunctioned or 
from mechanics and technicians that discover faults during 
the normal course of their work. 

The MCO is usually tasked with the responsibilities of 
Operating the squadron material control center. This is the 
contact point within a maintenance department where material 
and parts requirements are coordinated with the local supply 
unit. Material control organizes the ordering, receipt, and 
delivery of parts and material. All NMCS and PMCS requisi- 
tions must be reconciled daily. Parts and material received 
from supply must be reconciled daily. Parts and material 
received from supply must be expeditioulsy distributed to 
the appropriate work centers. 

In addition to the previous functions performed by 
maintenance control and material control, many unscheduled 
and unforeseen nonmaintenance-related requests center here. 
Personnel for work details, requests for tools or support 
equipment, and any number of additional inquiries are actions 
which must typically be handled during the course of the 
day. 

Although this may seem to be just a long laundry list 
of requirements, each plays a necessary and important role 
to the overall management and operational success of the 
maintenance department. 

Figure 3.2 summarizes the major responsibilities of the 


MCO and shows how diverse and demanding they are. It also 
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serves to place the planning and scheduling of maintenance 
discrepancies into perspective with the many functions re- 
quired of the MCO. It can be seen that planning is just 
one of many areas that requires action daily. Extensive 
amounts of time for this planning are simply not available 
when one considers all other requirements with which the 
MCO is tasked. A detailed examination of the decision 


scheduling process is the subject of the next section. 


Ci DISCREPANCY SCHEDULING 

The order in which aircraft deficiencies are worked on, 
and the degree of Tee T of the personnel, material, 
and equipment resources, have a key impact on a unit's air- 
craft operational readiness. If optimal scheduling decisions 
are made, the personnel, material, and equipment resources 
“of the maintenance department are efficiently and effectively 
used to achieve maximum aircraft readiness. Poor scheduling 
decisions result in a decrease in combat readiness. 

The prioritization of the discrepancies to be worked on 
is considerably more complex than it might seem at first. 
In this section the scheduling of discrepancies is carefully 
examined. General aspects of the process are covered first. 
The knowledge base that the decision maker uses is then 
examined, followed by the many factors and heuristics that 
Speer into prioritization of discrepancies. The constraints 


that influence and restrict decision making are discussed 
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next, and closing comments are made on the process as a whole 
and the difficulty of acquiring the knowledge used in the 
decision process. 

The material in this section was largely gathered through 
interviews with several professional maintenance personnel. 
They were selected on the basis of their experience in main- 
tenance control and excellent professional reputations. They 
had recently served, or were serving, in the billet of MCO 
or MCC. On average they had ten to fifteen years experience 
in aircraft maintenance. Both senior enlisted and officers 
were interviewed. 

The following list provides the objectives sought from 
the interviews. 


- Observe the environment in which the scheduling 
decision is made. 


- Determine the rules used by the MCO/MCC in scheduling 
priorities. 


- Determine the knowledge base used by the MCO/MCC. 


- Determine the constraints affecting the decision 
process. 


- Determine how planning decisions were made. 

The interview process was not unlike that experienced by 
the novice knowledge engineer whose investigation into the 
problem domain reaches the stage for the first interviews 
with the experts. This is categorized as part of the prob- 
lem identification stage specified in Chapter II. In this 


case, an attempt to capture the fundamental considerations 
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and heuristics used in prioritizing maintenance discrepancy 
scheduling were the goals. 
l. Decision Environment 

The work priorities for the work centers are assigned 
at maintenance control meetings that occur two or three 
times a day. These meetings are headed by the MCO and the 
MCC; all work center supervisors attend. 

The meetings include not only the scheduling of air- 
craft discrepancies, but also other information or tasks 
which may be pertinent to a work center. For instance, an 
aircraft may have to be towed to a particular area or hangar, 
or a work center tasked to configure an aircraft for a later 
mission, perhaps adding auxilliary fuel tanks. Information 
that is not related to maintenance on an aircraft, but 
which may affect the work center or department during the 
n day, is also covered. Examples are announcements of a 
Sud onr ormation or air station quiet hours. Generally, 
flight schedule commitments, priority of discrepancies to 
be worked on, and any actions or activities that might affect 
a work center, its personnel, or the department are presented 
at these meetings. 

Determination of the work priorities is normally 
made jointly by the MCO and the MCC. The MCC draws up the 
work schedule and then discusses it with the MCO. The MCC 
focuses primarily on meeting the immediate flight schedule 
commitments and maximizing the number of up aircraft. Knowl- 


edge and heuristics are used in arriving at a conclusion. 
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The MCO brings a longer range perspective to the 
process. In addition to the more immediate concerns of the 
MCC, considerations such as upcoming deployments, high time 
component changes, future mission requirements, and other 
department considerations often guide the MCO's decision 
making. 

Most squadrons determine the general work plan two 
or three times during the course of the day. After the 
aircraft assignments are made to cover the sie mi ren geese) aie 
a general work priority schedule for the day is determined. 
This schedule lists the projected discrepancies to be worked 
on during the day. Emphasis is on the jobs scheduled for 
the morning. Discrepancies are assigned by work center 
and aircraft. Sufficient discrepancies to keep each of the 
work centers working through the morning are assigned. 

This planning process normally requires from thirty 
to sixty minutes to draw up. Anywhere from twenty to forty 
discrepancies are assigned priorities and issued to work 
centers by order of precedence. These figures vary depending 
on the size and type of squadron and experience of the 
schedulers. 

In many squadrons a modified work schedule is drawn 
up and a meeting held in the late morning. This modification 
incorporates new priorities resulting from new gripes from 
morning flights that have returned, as well as additional 


available information from discrepancy troubleshooting 
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performed in the morning. The late morning schedule pri- 
marily covers the work to be performed in the afternoon. 
Another work schedule is prepared and a meeting held 
eee late afternoon. This meeting updates the status of 
pews in progress and lists priorities for the night erew. 
This shift normally works from 1600 to 2400. Minor modifi- 
cations are made throughout the day to the general work 
plan as new information is received and priorities change. 
It should be mentioned that the scheduling process 
is made in a less than ideal decision making environment. 
Conventional configuration for a standard maintenance con- 
trol is a large open office. It is the communications hub 
of the entire department. There is seldom any partitioning 
that would give some degree of privacy to those involved. 
While the MCO/MCC attempts to make an optimal work 
schedule, phones may be ringing or parts arriving. Per- 
sonnel may seek guidance from the decision makers, they may 
receive phone calls, or may be completely pulled away from 
the process by an urgent event or beckon from a superior. 
It is under these somewhat adverse conditions that 
Grucial scheduling decisions are often made. Unfortunately, 
the decision makers do not have the luxury of isolating them- 
selves from the many disturbances or making the decision in 
enmumeaistunrbed environment. In fact, many intentwenally 
attempt to make the schedule while still tuning into the 
conversations and happenings occurring around them, not 
rising tO lose Contact with Up to the minute events. 
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The morning scheduling process takes place ina less 
adverse environment, since it is largely formulated prior 
to the majority of worker's arrival for work. The afternoon 
and night-crew schedule formulations are not as fortunate. 
Conditions previously described are fully evident. 

2. Priorities 

Investigation determined that a number of rules and 
considerations are taken into account in deciding the priority 
of discrepancies. The material which follows is an attempt 
to structure into a basic classification scheme, the priori- 
ties most often used by the professional maintenance per- 
sonnel interviewed. No attempt to give weighted values was 
made, although it is evident that such is the case for many 
of the rules when actually applied. 

a. Flight Schedule Commitments 

The squadron flight schedule is produced daily 
by the Operations Department and covers the next day's 
flights. It is a planning document that lists the mission 
number, pilots, takeoff and landing times, type of mission, 
and any special notes or configurations about the mission. 
Typically, there is a set of morning, afternoon, and night 
launches. 

Meeting the flight schedule requirements with 
safely flyable aircraft assets is the number one priority 
for maintenance each day. All available resources will be 
expended to insure aircraft are preflighted and configured 


on time for each assigned flight. 
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The first consideration each morning is to 
assign aircraft to each event on that morning's flight 
schedule. These aircraft must be properly configured and 
capable of performing the assigned mission. Frequently, 
one or two aircraft are assigned as backups to replace any 
aircraft that go down prior to launch. Although this process 
is not a part of the discrepancy scheduling process, it has 
the effect of determining which aircraft are available to 
be worked on. Depending on the time of the next launch, 
additional aircraft may be set aside to meet later events. 
These aircraft are not usually available to be worked on 
either. 

Should insufficient up aircraft be available for 
the next launch, the MCO/MCC is left with three possible 
alternatives. One of the up aircraft returning from the 
morning launch may be turned around and assigned the after- 
noon launch. A second alternative requires the remaining 
aircraft to be configured or repaired in time to be assigned 
the afternoon mission. In either case, a degree of uncer- 
tainty results, uncertainty the MCO/MCC prefers to not have 
to contend with. The third and least desirable alternative 
‘1s to cancel the event. 

b. Downing Discrepancies 

As described earlier, downing discrepancies are 

those which prevent an aircraft from flying. A primary goal 


of maintenance is to minimize the number of down aircraft. 
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Of all the discrepancies on the squadron's aircraft, these 
receive a high priority. 

A primary consideration when scheduling these 
discrepancies is the elapsed repair time for all the downing 
discrepancies against an aircraft. Besides the elapsed 
maintenance time for the repair itself, the time for any 
associated inspections or other actions are also included 
when determining the overall elapsed time requirements. For 
example, when an engine is changed, a special inspection 
requiring technical assistance must be performed. A test 
flight is also necessary prior to the aircraft being returned 
to an up status and released as safe for flight. The esti- 
mated time needed for these requirements Ls ebiguned sigeemen— 
overall elapsed time to repair the discrepancy itself. 

The aircraft whose total downing discrepancies 


require the least amount of estimated elapsed time for re- 


pair is normally worked on first. This is a primary rule 
used to decide on which discrepancy to work. Other considera- 
tions come into play when making this time estimate. These 


will be discussed later. 
c. Up Discrepancies 
There are many considerations when it comes to 
determining the priority of up discrepan rcs Normane 
gripes that are awaiting maintenance (i.e., not waiting for 
parts from supply) or are being trouble-shot to determine 


the cause of the problem are considered. 
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One method of differentiating is to weight 
PMC(M) discrepancies at a higher precedence than non-PMC(M). 
Again, as with downing discrepancies, one normally wishes to 
nenimize PMC(M) gripes. Further prioritization often exists 
within the PMC(M) category itself. It is based upon the 
mission importance and frequency of use of a system. An 
example is giving a weighted advantage in scheduling to an 
IFF system discrepancy, which may be necessary for many 
missions, compared to a discrepancy on the FM radio, which 
is used rather infrequently. Both of these are PMC dis- 
crepancies. The system that is more important, in the 
judgment of the MCO/MCC, is given priority. This ranking 
process is used not only for determining the precedence of 
discrepancies against the same aircraft, but also in deciding 
between two aircraft with PMC(M) discrepancies. 

Low priority up discrepancies are sometimes con- 
sidered for aircraft which are projected to meet later 
launches in the day and for which there 1s minimal risk that 
working on the gripe could leas to the aircraft's downing. 

A low priority up discrepancy is one that is minor in nature 
and has a small impact on the aircraft's ability to perform 
its mission. Low priority up discrepancies have a low possi- 
Haee of degrading an aircraft's Status when trouble-snhot 
a paired, 1.e., turning into down or PMC = gripes. A 
discrepancy related to minor corrosion or a torn passenger 


seat are examples. 
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Another rule some units apply is to consider the 
age of the up discrepancy when determining priority. For 
instance, a lower priority gripe over thirty days old and 
Still AWM, is given an increase in priority in a unit 
stressing no AWM gripes greater than thirty days old. Also, 
there may be a rule which states that an aircraft is placed 
on maintenance hold if it has greater than some number of 
AWM gripes, perhaps fifteen. 

The two previous rules are established to insure 
minor up discrepancies don't become excessive. The previous 
rules are examples of the use of rules to determine priori- 
ties amongst up discrepancies. The weight each might receive 
may vary from squadron to squadron. Nonetheless, they are 
examples of additional rules which are frequently considered 
in scheduling Sr Tone aoe 

d. Scheduled Maintenance/High Time Components 

Maintenance planners must also consider scheduled 
maintenance and high time component changes in their over- 
all work scheme. 

(1) Scheduled Maintenance. Scheduled maintenance 
1S maintenance which occurs at a set time. Examples are 
seven and fourteen day inspections or phased inspections 
(which are based on a certain flight hour interval). This 
maintenance is required and an aircraft is carried in a 
nonflyable status once it becomes necessary to perform this 
maintenance. To allow for some flexiblity, these inspections 


may be waived for a day or for a short number of flight 
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hours, usually no greater than ten percent of the phase 
hour interval. 

One consideration for phased or major 
flight interval inspections is the workload already assigned 
to the phase work center. Because of the manning of the 
work center and the nature of the work (usually performed 
in a sequenced manner) only one aircraft will be inducted 
into this work center at a time. This limitation is another 
constraint that must be considered when planning. 

(2) High Time Components. Many major components 
on an aircraft are allowed a certain number of flight hours 
and then replaced or removed for inspection. This includes 
dynamic components, engines, generators, and transmissions. 

To allow for flexibility in scheduling 
this Penance, there frequently is a range of time during 
which they may be changed. For example, an engine may 
have a 600 hour limitation with a ten percent extension that 
allows it to be flown up to 660 flight hours after its 
installation. 

High time component changes usually require 
considerable time and manpower for removal and replacement. 
They also frequently require a post maintenance functional 
test flight. They are often ordered at a low priority in 
advance of their change time. When the replacement com- 
ponent is received by supply, increased priority is frequently 


given to scheduling such maintenance, even though the required 
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elapsed repair hours may be greater than other rules which 
govern scheduling precedence. 
e. Other Considerations 

There are other factors which may influence the 
MCO/MCC's decision on what discrepancies to give preference. 
The following factors were considerations in the decision 
process with all the persons interviewed. 

(1) SPINTAC. Aircraft that have not flown in 
Sixty days are termed special interest aircraft (SPINTAC). 
The most common scenario that leads to an aircraft becoming 
SPINTAC commonly involves an aircraft going down for a 
major component and a rather long expected delivery date for 
the part. Such an aircraft frequently becomes a source for 
cannibalization parts for other aircraft. Because of 
cannibal come it is not unusual for such an aircral tiio 
end up with five to fifteen major parts on order against 
lte 

Because of aircraft safety concerns, there 

has been high level interest in minimizing this category 
of aircraft. Increased supply attention is given for out- 
standing parts. There are pressures on all commanders to 
minimize SPINTAC aircraft. As a result, many commands take 
somewhat extreme actions to avoid allowing an aircraft to 
exceed this sixty day no fly period. This includes the 
cannibalization of major components not readily available 


in the supply system. 
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In many commands, aircraft which could go 
SPINTAC in anywhere from ten to fifteen days, high work 
priority is given to the down discrepancies. Even though 
giving such priority may be in contradiction to other rule 
considerations previously discussed, this priority is 
necessary if the aircraft is to be repaired and thus avoid 
SPINTAC status. 

(2) AirFeraft Thalia Are “Pliyers". In, Many sqwmad= 
rons one or two aircraft often seem to have the reputation 
for staying up and outflying other aircraft. They are the 
“flyers" of a squadron, and often receive priority in 
scheduling simply because of this reputation. No rational 
reason can be given for this. As in the case of SPINTAC 
aircraft, the priorities given such aircraft often take 
precedence over other rules used to determine priority in 
scheduling. 

(3) Parts Received. Often, maintenance initially 
trouble-shoots a điscrepancy and determines that a part is 
bad and must be replaced. At this point material control 
orders the part from supply. It may be in stock and de- 
livered in an hour or so or it may not be in stock and 
have to be ordered from the supply system. 

When the ordered part is received from 
supply, a weighted priority is often given to scheduling 
its installation. One reason for this priority is the fact 


that the initial troubleshooting has been completed and a 
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part determined to be the cause of the problem. The degree 
of uncertainty as to the cause is thus reduced. The MCO/ 
MCC consequently has more definitive information with which 
to make his decision and a good likelihood that replacing 
the part will resolve the discrepancy. 

A second consideration stems from the 
desire to minimize the amount of time a part is held before 
installation. This reduces the probability that the com- 
ponent may be lost, misplaced, or damaged if it sits around. 
The MCO has no desire to be a mini supply warehouse. For 
such reasons, when a part is received (even in the case of 
a low priority up discrepancy), itis frequently given assigmmeRe 
priortes 

3. Constraints 

' Several constraints influence or restrict the 

scheduling of discrepancies. The MCO/MCC has a limited 
number of resources which he must efficiently use. Con- 
straints may be classified as either fixed or variable. 
Fixed constraints are those that arcen L- M sunchanaqund 
and known by the planners. Hangar space and amount of Ground 
Support Equipment (GSE) are examples. 

Variable constraints vary from day to day and hour 
by hour. They often involve a degree of uncertainty when 
considered. Personnel availability or technical represen- 
tative assistance are examples. 

In the material that follows, fixed constraints are 


discussed first, followed by variable constraints. 


74 


a. Hangar Space 

Hangar space is a limited resource. In many 
units two or three aircraft are all that may be hangared 
at one time. A hangar may provide several benefits, such 
aS protection from the elements, lighting for improved 
working conditions at night, or perhaps an overhead crane 
or high pressure air. 

Closely related to this constraint are the work 
areas available on board ship when a squadron is deployed. 
A restriction iS even more limiting because of (che fewer 
available spaces to work on aircraft. This constraint must 
be taken into consideration when planning the overall main- 
tenance schedule and priorities. 

D. IMRL 

Each squadron has an allocation of special tools 
for its type of aircraft based upon the Individual Material 
Readiness List (IMRL). This list 1S based on the number of 
asSigned aircraft and the possible tactical missions with 
which the unit is tasked. Thus the number of special tools 
is limited. This restriction has to be taken into account 
when deciding the jobs to be assigned and the tools necessary 
to do the task. 

C. PME/Test Equipment 

Precision Measuring Equipment (PME) is the cali- 

brated test equipment and tools a unit possesses. As with 


IMRL equipment, PME is limited. Because this gear must be 
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turned in periodically for calibration, 


may also vary. 


d. GSE 


GSE includes the tractors, 


hydraulic units, workstands, etc. 


ment is limited and some is subject 


and repair. This is another area that 


the ability to assign discrepancies 
example, two aircraft may each have 
discrepancies that require use of a 
the squadron only has one hydraulic 


one of the jobs that may originally 


The 


the amount on hand 


electrical power and 


amount of this equip- 


to mechanical failure 


somewhat constrains 


to be worked on. EOL 


down hydraulic system 


hydraulic 
test unit 


have been 


by other rules, is forced to be delayed until 


is completed and the hydraulic unit 


e. Personnel 


freed. 


testaunit a Tf 
available, 
given priority 


the other job 


This is the first of the variable constraints to 


be described. How to employ all the personnel assets effi- 


ciently is a constant challenge for the MCO/MCC. Personnel 


available in the various work centers vary from day to day 


and hour by hour. Many factors affect this. 


When drawing 


up the work schedule the MCO/MCC must consider not only the 


number of personnel available, but also the technical capa- 


bilities and training of the personnel. 


These factors 


influence the estimate of the time to complete a task. 


Valuable information on a work center's personnel 


situation requires good communications between the MCC and 
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the work center Supervisor. Because the personnel factor is 
such a dynamically changing variable, it is constantly 
reassessed. 

f. Dypesoibebiscrepaney 

Some discrepancies restrict other discrepancies 
on the same aircraft from being worked on simultaneously. 
For instance, a discrepancy that will likely involve the 
breaking of a hydraulic line prohibits any electrical power 
from being applied to the aircraft because of the danger of 
fire. Therefore, for safety reasons, the MCC would not 
schedule an avionics discrepancy to be worked on at the 
Same time as a hydraulic-related job. 

Another consideration in this area involves 
assigning a job component that later has to be redone when 
another discrepancy is repaired. Two discrepancies, one 
of which called for the replacement of the electrical 
generator and the other requiring the transmission to be 
changed are an example. In the course of removing and re- 
placing a transmission, the generator must be removed from 
the old transmission and installed on the new. Thus, it 
is better to first remove and replace the transmission and 
then replace the generator. 

g. Local Constraints 

Other factors occasionally influence work 

priorities. Noise abatement periods are sometimes issued. 


They preclude engine turnups or aircraft takeoffs during a 
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specified period. These periods are usually announced a 
few days in advance. They restrict certain types of main- 
tenance that require power units or aircraft turnups. 

For some units, especially those located in cold 
climates in the winter or extremely hot climates during the 
summer, restrictions will apply as to when or where aircraft 
may be worked on. These restrictions simply place additional 
constraints on the decision process. 

Hh. Supper 

Some repairs require technical assistance from 
higher echelon maintenance activities. These jobs are thus 
dependent on this assistance being available. Close liaison 
and careful planning are necessary so that the necessary 
asSistance 1S available to complete this job in a timely 
manner. 

Technical representatives are frequently called 
in for assistance when a discrepancy is difficult to 
diagnose or fix. These personnel are very limited. Fre- 
gquentl one representative supports several squadrons. If 
this assistance is necessary, a delay of several hours is 
not unusual before a representative may be available for 
assistance. This delay must be planned for. 

4. Knowledge Base 
If one were to consolidate a knowledge base that the 
MCO/MCC draw from in the course of applying their scheduling 


techniques, it could be separated into three broad 
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classifications: prioritization rules, aircraft systems 
knowledge, and parts availability. 
a. General Prioritization Heuristics 

The various prioritization heuristics, discussed 
above, are a critical element of the MCO/MCC's knowledge 
base. They are used for determining what jobs to work on 
and the priority to assign them. These rules are joined in 
different combinations and are given different weights. The 
research conducted in this study has only touched on the 
very basic and elementary rules used for decision making. 
They are broad enough to substantiate the complexity of 
the scheduling process in this domain and provide an under- 
Standing of the method priorities are determined. 

b. Aircraft Systems Knowledge 

An aircraft system is composed of the major func- 
tioning components that constitute the aircraft. This 
knowledge consists of information about the major parts 
that are combined to form a system, as well as technical 
knowledge of the functioning of the system itself. 

For example, a typical UHF radio system is 
composed of several major components which include such 
items as the radio transmitter and receiver unit, the fre- 
gueme, COntrel box, the antenna, and the coaxial cable that 
connects the components. 

Some major components have subsystems asso- 


Ciated with them that are themselves systems. The aircraft 
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engine system consists of the major components of the engine, 
as well as such subsystems as the start system and the fuel 
system. 

The MCO and MCC draw on their knowledge of the 
aircraft's systems in the prioritizing process. Two concepts 
related to systems are frequently applied in formulating the 
maintenance schedule. First is the history of the system 
itself with respect to a particular aircraft model. Has the 
system had a frequent failure rate? Does a particular com- 
ponent of the system have an unusually high history of failure? 
Secondly, the history of the system associated with the indi- 
vidual aircraft is considered. Has this system failed recently 
on this aircraft? What action was taken to repair the first 
instance? How long ago was the repair completed? Is it 
a repeat discrepancy or similar to the previous discrepancy? 

Incorporating this type of consideration into 
the decision strategy may allow thom O/M Eo makem E 
sion from a more informed point of view. This type of infor- 
mation is part of the expert's knowledge base. Such information 
on systems is not instantly available to an expert. It is 
acquired over the course of several months or several years 
experience with a particular aircraft model. When initially 
making decisions on an aircraft model with which the expert 
has not gained such systems knowledge, uncertainty increases 
for the decision process. Although specific information of 


this nature is available from the specialists who repair 
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the system, the MCO/MCC seldom has the luxury to call on 
these personnel for every system he may be uncertain about. 
A decision is made with the available knowledge. 

A second systems~-related concept is the time to 
complete a repair. Der time, MCO/MCCs build up a general 
knowledge of the elapsed time requirements to complete a. 
repair. This includes time necessary for troubleshooting, 
removal and replacement of the faulty component, and any 
necessary inspections required. Expected repair times 
play a key role in deciding on which discrepancies to 
give priorities. This is discussed in greater detail in 
Chapter V. 

c. Parts Availability 

There are two sources of parts available to 
replace a faulty component. The normal, and most frequently 
used is the supply system. The MCO/MCC is concerned whether 
a particular part 1s available at the local supply level or 
whether a requisition has to be sent off station to procure 
the part. This is factored into their judgment in decid- 
ing which jobs to give priority. Discrepancies for which 
the expected parts are readily available are given a higher 
Priority- 

Even though a certain part is not usually avail- 
able from supply, the MCO/MCC may still consider working 
on the discrepancy, knowing that he may cannibalize the 


likely part from another down aircraft. Considerations 
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include the amount of time and effort necessary to remove 
such a part and how fragile the part is to possible breakage 
or damage during the process of removal. Some components 
are never cannibalized because of this. 

d. Personnel Capabilities 

Another bank of knowledge often used by main- 
tenance controllers concerns the personnel resource they 
have to work with. Enough work, but not too much, must 
be assigned. Not only a knowledge of the number of per- 
sonnel available in a given work center, but their general 
level of technical competence, are used in the decision 
making process. 

The degree of training and knowledge a work 
center's personnel have, directly affects other decision 
factors. For example, if a work center has many new per- 
sonnel not trained or familiar with an aircraft's systems, 
it can be expected that additional time is required to 
fix a given discrepancy. This significantly influences the 
elapsed time of repair consideration and is used in assign- 
ing the quantity and priority of discrepancies. 

5. Conclusions/Comments 
a. Complexity of the Decision Process 

The discussion in this section points out the 
complexity of the discrepancy scheduling process. The 
decision maker must attempt to balance and tradeoff any 


number of dynamic factors in making a master work schedule. 
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Analysis indicates that the process can be broken down 
into a taxonomy of basic heuristics, with knowledge of a 
particular aircraft model applied. 

A fundamental question asked of the experts 
during the course of the interviews, dealt with whether the 
same intrinsic decision process would apply if they were 
switched to another type of aircraft. All strongly agreed 
that it would. The factors that would change are the con- 
straints and knowledge of the new aircraft's systems. Changes 
to the rules and their basic decision making methodology 
would only be slightly modified. 

b. Difficulties Encountered 

The interviews with the maintenance professionals 
were conducted to uncover the basic concepts and strategies 
they use in this domain. It must be recognized that the 
concepts and factors expressed here represent only a fraction 
of those used by the decision makers in solving the problem 
of what to schedule for work. Nevertheless, the formaliza- 
tion attempted here should be a good starting point for 
future work in this domain. It also serves to point out 
that the decision process is relatively structured. 

Waterman points out that it is seldom effective 
to ask the expert to directly express the rules and methods 
used for solving the problems in their domain [Ref. 10: 
Dems | 

"Experts," it appears, have a tendency to state their 


conclusions and the reasoning behind them in general 
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terms that are too broad for effective machine analysis. 
It is advantageous to have the machine work at a more 
basic level, dealing with clearly defined pieces of 
basic information that it can build into more complex 
judgments. In contrast, the expert seldom operates 

at a basic level. He makes complex judgments rapidly, 
without laboriously reexamining and restating each 

step in his reasoning process. The pieces of basic 
knowledge are assumed and are combined so quickly that 
it is difficult for him to describe the process. When 
he examines a problem, he cannot easily articulate 

each step and may even be unaware of the individual 
steps taken to reach a solution. He may ascribe to 
intuition or label a hunch that which is the result of a 
very complex reasoning process based upon a large 
amount of remembered data and experience. In subse- 
quently explaining his conclusion or hunch he will 
repeat only the major steps, often leaving out most 

of the smaller ones, which may have seemed obvious to 
him at the time. Knowing what to consider basic and 
relevant and not requiring further reevaluation is what 
makes a person an "expert." 


This quote concisely describes the difficulties 
encountered in the course of attemptint to discover the 
factors that make up the discrepancy scheduling process 
for the domain. In fact, at the CONCIlUS TENSE ECNE EEE 
view, each interviewee was asked to read this passage and 
all agreed it expressed the exact difficulties they had 
wrestled with in preparing for the interview. 

The next chapter examines the NALCOMIS hardware 
and software assets that are proposed for installation in 
every aviation squadron. Many of the requirements of the 


system are designed to be of aid to the MCO/MCC. 
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IV. NALCOMIS 


The mission of operational maintenance and material 
units is to maximize aircraft mission readiness by main- 
taining high material ‘condition standards [Ref. 2l:p. 1]. 
In the mid-1970s it was determined that the existing manual 
information system was inadequate to support the effec- 
tive management of Naval Aviation maintenance and material, 
especially with the manpower and fiscal restrictions then 
in effect. 

The manual system was slow, onerous, and labor inten- 
sive. Management requirements in the maintenance and 
Material support areas were becoming increasingly complex 
aS sophisticated aircraft weapon systems entered the inven- 
tory and as the E tempo of units increased. 
NALCOMIS was proposed as a means of providing a modern, 
responsive computer-based Management Information System 
(MIS) for this domain. The scope of the system is limited 
to support of the organizational maintenance activity 
(OMA), aircraft intermediate maintenance department (AIMD), 
Woe upr ly support center (SSC) [Ref. 22:p. 2-1]. 

This chapter focuses on NALCOMIS at the organizational 
maintenance level, its history, components, and the current 
status of the prototype. Possible modifications and changes 


in configuration to the NALCOMIS system are addressed. No 
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attempt 1S made to analyze the current NALCOMIS hardware 
and software prototype configuration, however. Such analy- 
sis is beyond the scope of this research and, furthermore, 
the latest prototype software for the OMA has not yet been 


delivered. 


A... «His TORY 

Development Milestone I for NALCOMIS was approved in 
February, 1977. This milestone required the project to 
use SNAP hardware, authorized development of a system de- 
Sign, and selected MCAS Cherry Point, NC as the prototype 
Site. It also specified that the operational prototype 
system must be approved prior to installation of hardware 
at any other site [Ref. 2l:Encl. (l) p. l]. 

In January, 1979, approval ofErii lesten mme E 
the full scale development and testing of the prototype 
system. Because of delays in the procurement of the SNAP 
hardware, development of the software was begun on a Perkin- 
Elmer minicomputer. It was not until June, 1982 that the 
SNAP contract was awarded to Honeywell Information Systems, 
Inc. July, 1983, saw the delivery of a Honeywell minicom- 
puter to the prototype site. The converted Perkin-Elmer 
software, termed NALCOMIS Standard Environment, proved to 
be inefficient when run on the Honeywell hardware. 
Unacceptable terminal response times were the most serious 


problem. 
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A competitive contract was issued in late 1983 for 
redesign of the application software. The new prototype 
software is to be delivered prior to the end of this year 
and will undergo several months of testing and evaluation. 

In the interim, there has been a proposal to permit 
deployment of the AIMD software module, which has been 
tested anc certified. This deployment concept has been 
approved and allows the procurement and deployment of the 
Hardware necessary for this implementation. It is uncertain 
how much of the requested funding will be approved for the 
project in the FY-86 budget. 

Upon successful completion of Milestone II, Milestone 
III will seek deployment of the hardware required for full 
implementation at the OMA, AIMD, and SSC for all approved 


MALCOMTIS sites (Ref. 21i:p. 2). 


B. OBJBCTIVSS 

The NALCOMIS Mission Element Needs Statement identified 
three major management deficiencies at the OMA, AIMD, 
and SSC. They were: a lack of real-tiMe management 
information, a difficult data collection process, anc 
inadequate and inaccurate upline information [Ref. 21: 
Bacil. (1): p. 1). 

The current information system does not accommocate the 
efficient processing of the mass of available raw data 


in the timely and coherent fashion needed for real-time 
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decision making. A second shortcoming is the inability of 
the present system to support responses to individual 
queries in an accurate and timely manner [Ref. 23:p. I-6]. 

The present data collection process is largely manual. 
It is labor intensive and there are significant error 
rates in the data reported. Frequent updating and revali- 
dation are necessary. Finally, most of the information 
provided by the data is out of date. 

Upper level commands suffer from the incomplete, 
erroneous, and untimely data of the present reporting sys- 
tem. This seriously affects higher echelon's ability to 
manage logistical demands, budget justification, personnel 
staffing, etc. 

Objectives to correct each of these major shortcomings 


are established for NALCOMIS. The following is a list of 


the minimum specific objectives for NALCOMIS [Ref. 23: 


- Provide timely and accurate information to main- 
tenance and material managers to improve their 
effectiveness. 

- Improve the number of FMC aircraft. 

- Reduce the NMCS and NMCM rates. 


- Reduce the supply response time when maintenance 
requisitions parts. 


- Respond more quickly when maintenance demands 
requisition status for parts on order. 


- Achieve a reduction in beyond the capability of 


maintenance (BCM) actions at the AIMD for components 
which may be repaired locally. 
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[EP rOVes the Visibility Ofecritical rotable pool 
items. 


- Reduce the maintenance and supply personnel man-hours 
required for data collection, entry, and validation. 


~- Improve the quality and timeliness of data used for 
upline reporting. 


- Reduce awaiting parts inventory levels at the SSC. 


- Reduce the administrative burden of maintenance 
personnel in meeting 3M system requirements. 


- Provide local control of information. 


C. HARDWARE 

The material presented in the following two sections 
relates to OMA requirements and is largely condensed from 
Reference 3. The hardware is a ruggedized version of 
off the shelf commercial equipment. It incorporates the 
architecture of the Honeywell DPS 6 system. 

This DPS 6 system consists of 16 and 32 bit processors. 
The OMA version is designated the DPS 6/54 model and has 
one Mbyte of memory, expandable to two Mbytes. This model 
uses an asynchronous bidirectional bus architecture and 
can support up to forty communications lines. Mass 
storage units, printers, communications controllers, etc., 


may be attached. 


Cycle time is 300 nanoseconds. Direct memory access 
is used for all data transfers. There is a tie-breaking 
network which prevents lock-up of the bus. The central 


processor timing unit is set at five microseconds (Figure 


4.l.a}). 
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HONEYWELL DPS 6/54 MINICOMPUTER 
16 Bit Fracessor 
it Mbyte Memory CExpandable to = Mbyte) 
200 Nansosecand Cycle Time 


Asynchroansus Bidirectional Bus 


a. Computer Hardware Specifications 


v2 Mbyte Winchester Disk Drives 
Tape Drive 
= Diskette Drives 
Videz Display Terminals 


Printer 


b. Peripherals 


BLOSE MOD 400 Operating System 
Honeywell IDS-II Data Base Management System 
ANSI-COBROL-74 Compiler 


Application Soaftware 


ez Software 


Figure 4.1 NALCOMIS Hardware and Software 
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Memory save is provided by a battery backup system. 
Primary storage is provided by six Winchester disk drives, 
each of which has 52 Mbytes of storage capacity. Each 
squadron also has a tape drive for historical storage of 
data. Two diskette drives, video a iay terminals, and 
a printer are also included in the system configuration. 


This material is condensed in Figure 4.1.b. 


D, SOFTWARE 

This section briefly describes the software used by 
NALCOMIS. This can be divided into two categories, 
Honeywell developed software and the NALCOMIS application 
software now in prototype development. 

1. Honeywell Software 

To minimize project risk, off the shel software 
was provided by Honeywell. Honeywell furnished the operat- 
ing system, data base management system, transaction 
processing system, and compilers (Figure 4.l.c). 

The operating system is the GCOS6 MOD 400. It isa 
real-time disk-oriented system which allows interactive 
dialogue for multiple users. Both real-time activities 
and batch processing may be run concurrently. 

The Honeywell Integrated Data Store (IDS-II) data 
base management system is used for the system. This system 
provides real-time and multiuser capability and serves to 
control communications between data in the mass storage 


units and the user. Data integrity, independence, and 
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security are provided by the system. A query language is 
furnished in the form of GEN 5 software [Ref. 22:p. 4-3]. 
The data manipulation language is COBOL-based. 

Transaction processing allows for the scheduling, 
loading, and execution of real-time programs. The Honeywell 
Interactive Transaction Processing System satisfies this 
requirement. It supports data base and file sharing among 
multiple users. 

An ANSI-COBOL-74 compiler is used since all pro- 
grams must be written in COBOL. This is in keeping with 
government requirements. Maintenance and software updates 
are furnished by Honeywell Information Systems under contract 
with the government. 

2. Application Software 

The initial application software developed was 
termed the NALCOMIS Standard Interface. As previously men- 
tioned, it proved unsatisfactory, and a contract was let 
for a new version of the application software. This new 
software 1S given the name "native mode" and is designed 
specifically for the DPS 6 system. The OMA version is to 
be delivered for prototyping in late 1985. 

The OMA software may be broken into the following 
eight functional subsystems: 

- Flight Activity Subsystem 
- Maintenance Activity Subsystem 


- Configuration Management Subsystem 
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- Maintenance Personnel Management Subsystem 
- Asset Management Subsystem 
- Supply Support Center Subsystem 
- Local/Upline Reporting Subsystem 
- System Support Subsystem 
Additional information on these various subsystems 


is available in Reference 2. 


E. EXPANDABILITY 
One of the key advantages of the Honeywell DPS 6 system 

is its capability for modification. The main memory of 

the DPS 6/54, used at the OMA, may be expanded rather easily 
and economically to two Mbytes. Additional memory expansion 
up to 16 Mbytes may be possible. Winchester disks may 

also be added for increased mass storage. Although not part 
of the present contract, supplemental compilers are available. 
These include higher level language compilers for FORTRAN, 


BAG and C. 
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V. A KNOWLEDGE BASE FOR THE MAINTENANCE SCHEDULING DOMAIN 


Chapter II defined knowledge base as that portion of 
an expert system that contains the facts and heuristics of 
the problem domain. In many cases the knowledge base, i.e., 
the domain specific facts and rules, may be the key differ- 
ence between two different expert systems. For two systems 
developed using the same expert system building tool, only 
the knowledge bases differ. This chapter presents a 
recommendation for a basic knowledge base necessary for an 
expert system for scheduling discrepancies in aviation main- 
tenance and implemented with NALCOMIS. Chapter II listed 
rules, aircraft systems knowledge, and parts availability 
information as key items in a knowledge base for this domain. 
These items also underlie the discussion of namei 
base in this chapter. The discussion begins with general 
comments on planning and scheduling, the generic category 


of expert systems under which this problem falls. 


A. PLANNING/SCHEDULING DOMAINS 

The development of planning or scheduling expert systems 
has been primarily theoretical and research lab oriented. 
Wilensky, Sacerdoti, and Stefik have written books on the 
subject of planning, but these works are not specifically 
related to the problem domain being studied [Refs. 24,25, 


26]. There are a few articles on the planning process in 
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general which have gone so far as to build models. Again, 
these articles had little relation to the problem posed 
[Reems 27 728). 

The only article that could be found that deals exclusively 
n planning and scheduling describes a research system 
termed ISIS [Ref. 29]. It is a knowledge-based decision 
Support system for job shop scheduling. In some ways this 
problem domain is similar to aircraft maintenance scheduling. 
SRL, a frame-based language, was used to build the ISIS 
system [Ref. 29:p. 30]. Although this is the only example 
of the scheduling task that could be found, it does lend 
support that it 1S possible to develop expert systems in a 
complex scheduling domain. 

One other potential source of information was discovered 
as this thesis was in the finishing stages. A brochure 
for the First International Expert Systems Conference, to 
be held 1-3 October 1985 in London, 1isted one of the pre- 
sentations as "An Expert Fuzzy Planner for Scheduling Air- 
craft Repair Work." Squadron Leader T.J. Grant of the 
Ministry of Defence was the speaker. An attempt to obtain 


reference materials on this research proved unsuccessful. 


B. KNOWLEDGE FROM THE PRESENT DATA BASE 

Hayes-Roth points out that it has become common for 
knowledge systems to access and retrieve information from 
on-line data bases [{Ref. 30:p. 15]. Other works have 


pointed out the practical benefits to be gained, strategies 


J5 


for extracting data, and the research challenges presented 
in coupling an expert system to a data base [Refs. 31,32]. 
An expert system for this domain requires data from the 
NALCOMIS data base be used extensively. 

The requirement to use NALCOMIS obviously adds com- 
plexity to designing a system for the maintenance domain. 
Nevertheless, it is far too inefficient to consider any 
other way of acquiring the facts needed for the knowledge 
base. The redundancy of data iS unnecessary and undesirable. 

The following paragraphs look at the data in the NALCOMIS 
data base that are related to a maintenance scheduling 
knowledge base. It should be remembered that a knowledge 
base consists of facts and heuristics. The NALCOMIS data 
base contains only some of the facts but none of the rules 
required for the knowledge base. 

l. Aircraft Facts 

The data base has hundreds of facts that might be 
used by an expert system. The majority of this data pro- 
vides facts related to aircraf C ETHIe n O Me sian lier. 
of potential aircraft facts from the data base: 

- Aircraft Bureau numbers/side numbers 
- Discrepancy Facts 

* Aircraft Type/Model 

* Category (NMCM, NMCS, PMCM, etc.) 

* Description of Malfunction 


* System Affected (Work Unit Code) 
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* Date of Discrepancy 
* Work Center Assigned 
- Last Fly Date 
- Last Scheduled Maintenance Date/Flight Time 
Aar Craft Configuration 
2. Other Facts 
In addition to aircraft-related facts, the NALCOMIS 
data base contains other data that an expert system might 
access. Some of these are listed below: 
Gor 
* Type of Equipment 
* Amount of Equipment 
- IMRL/PME 
* Type of Tools/Test Equipment 


* Amount Available 


C KNOWLEDGE BASE 

The knowledge base for this domain consists of additional 
facts not contained in the NALCOMIS data base plus the 
heuristics used in determining priorities. 

1. Pacts 

Many facts not available from the data base are 

necessary to express the expert knowledge in this domain. 
For example, a file of the parts received for outstanding 
discrepancies is needed. This information is used when 
considering the priority given to jobs for which parts have 


been received. 
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A listing of the precedence given to PMC discrepan- 
cies and their weighting should be resident in the knowledge 
base. The discrepancy on the IFF taking priority over 
one a seldom used FM radio was an example of this given in 
Chapter III. An additional fact not in the present data 
base is the amount of hangar space available. This infor- 
mation is necessary so the system considers this constraint 
and doesn't exceed the limitation. 

There is a need to quantify the other constraints 
covered in Chapter III in the knowledge base. One consider- 
ation is to specify any Special tools or equipment that are 
required when a discrepancy is put into work. It might be 
best to include this type of information with that initially 
captured when the discrepancy information is originally 
entered into the data base. The expert system Monee 
this information to ensure any required special equipment 
is available prior to a discrepancy being assigned. For 
example, once all the special tools of a particular type 
are assigned to jobs to be put in work, another discrepancy 
needing such a tool would en be assigned or considered for 
assignment until the expected completion time of one of the 
previously assigned jobs. 

One of the key factors in prioritizing jobs is 
considering the expected total elapsed repair time for the 
discrepancy. These figures are presently nonexistent for 


the different aircraft or systems. This information is 
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determined primarily from experience gained over a period 
of time from similar problems associated with a specific 
system and model of aircraft. 

When a discrepancy is first received, the MCO/MCC 
attempts to form an intuitive estimate of what the cause of 
the problem is and the time necessary to repair it. The 
normal process considers each of the possible failure com- 
ponents, an estimate of the probability of each component 
being the cause, and the estimated elapsed repair time for 
each possibility. As previously mentioned, the time for 
any special inspections or check flights required for the 
repair are also factored into the computation of the over- 
all expected elapsed time for repair. 

Portions of this problem lend themselves to possible 
solution using algorithmic programming methods. Neverthe- 
less, such methods need to know the estimated repair time 
for each component, as well as the probability of the 
component's being the cause of the system problem. This 
information is not currently published or available. 

One possible source for this information is the 
Naval Aviation Logistics Data Analysis (NALDA) System. 
NALDA is an operational automated information system. Its 
primary mission is to provide information to support the 
Naval Aviation logistics community. It is the central data 


base repository for aviation logistical data. 
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NALDA has a data base for each type aircraft by 
model. To understand this organization better, it is 
worthwhile to briefly explain aircraft type and model. 
Examples of aircraft type are A-4 or CH-46 aircraft. The 
model is a one letter character which further delineates a 
type of aircraft into a subseries of production aircraft. 
Different model aircraft of the same type may be quite 
different, e.g., they may have different engines, different 
radios or navigation equipment, or different weapon systems. 
A CH-46D has a number of significant differences from a 
CH-46E. 

Inquiry was made into the possibility and difficulty 
of extracting weighted probabilities for the rate of failure 
for each component ina system. It was also asked if it 
was possible to determine an average elapsed repair time 
for each major component or the repairable subassemblies of 
a given system. [Ref. 33] 

NALDA's data base is ideally organized for our 
purposes, since we want to query the system for the histori- 
cal background on a part as used in a particular type and 
model aircraft, and not its history of use on all types of 
aircraft. Response to the qeustions in the previous para- 
graph indicated that the required estimated elapsed repair 
time and weighted failure rates of components within a system 


can be determined from the NALDA data base. 
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2. Heuristics 

The other part of the knowledge base is the heuristics 
or rules section. The term "rules" is used as a general 
term throughout this section, as there are several methods 
of representing knowledge, as previously discussed. It 
should be recalled from Chapter II that "frames" are 
another representation. From the ISIS example presented 
earlier and writings on planning, frames appear to be a 
preferred representation scheme for this category of knowledge- 
based systems. 

The rules of a Knowledge base use the facts of the 
knowledge base as the basis for making decisions. It is 
the inference engine of the system that decides how to apply 
the rules and in what order. 

Many of the general rules that the MCO/MCC uSe to 
determine their priorities were generally stated in Chapter 
III. These rules were captured from the initial interviews 
with the maintenance experts, and it should be stressed, 
only represent a surface level of knowledge of this domain. 

It is beyond both the scope of this research, as 
well as the implementation stage of development that the 
research represents, to attempt to establish even a small 
number of the specific rules that apply to this problem 
domain. Rather, general rules may be used as a starting 
point from which to explore the more complex interrelationships 


that exist and from which further research may proceed. 
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Figure 5.1 lists general rules that would form the bedrock 
of the knowledge base. These rules are taken from the 
heuristics stated in the interviews and presented in Chapter 
III. Rules that represent knowledge of the problem domain 
but are not recommended for inclusion in the knowledge base 
(explained in Sections C. and D. that follow) are not 


listed. 


Dy KNOWLEDGE FROM USER QUERY 

Some facts are too dynamic to attempt to keep updated 
in the knowledge base. The system should get this informa- 
tion by querying the user just prior to running the system. 
Two good examples of this kind of information are the air- 
craft assigned to fly (and therefore not available to be 
worked on) or the number of aircraft currently in the hangar. 
The system needs to consider this information. User query 
seems the most accurate and efficient way to provide it. 

There may be other factual information the system needs 
from time to time to clarify a point or to continue process- 
ing. User query is a method of providing this information 
so that an accurate final output is provided. Nevertheless, 
consideration must be given to minimizing this method for 
critical information items. Nonessential queries not only 
drastically increase the system utilization time but also 


demand valuable time from the decision maker. 


OZ 


a a ne ee 


IF: 


THEN: 
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IF: 


THEN: 


LE? 


THEN: 


A/C is NMCM, and 
OERT < six hours 
Downing DISCRP = High 


A/C is NMCM, and 
Last fly date is > 45 days (i.e., nearing SPIUNTAC) 
Downing DISCRP = High 


A/C is NMCM, and 

A/C is a "flyer", and 
OERT is < 18 hours 
Downing DISCRP = High 


A/C is NMCM, and 
DISCR is high time component change 
Downing DISCRP = Medium High 


A/C is NMCM, and 
OERT > six hours 
Downing DISCRP = medium high 


A/C is PMCM, and 
PMC code = High (/medium/low) 
DISCRP = Medium High (/medium/medium) 


A/C is FMC, and 
status changes from AWP to AWM 
DISCRP = Medium 
ABREVIATIONS 


A/C is FMC, and A/C Marcraft 
DISCR >- 30rdays AWM awalting maint. 


DISCRP = Medium DISCR = discrepancy 
DISCRP = discrep. priority 
OERT = overall elapseua 


A/C is FMC, and repair time 
DISCR = AWi4t 
DISCRP = Low 


Figure 5.1 Discrepancy Scheduling Rules 
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E. KNOWLEDGE NOT CONSIDERED 
There are two factors that are best not incorporated 
into the knowledge base, although they are considered in 
making a final decision on what work to assign. These fac- 
tors are personnel and common sense maintenance knowledge. 
l. Personnel 

Regarding personnel, there are two primary considera- 
tions that are used in deciding what and how much work to 
assign. The number of personnel available to work varies 
considerably throughout a day. Because this is such a 
dynamic factor it should not be factored into the expert 
system for consideration. There are any number of reasons 
for personnel fluctuation. Some personnel may be sick and 
not present. Others may have a medical or other type of 
appointment which requires their absence; still others may 
be asSigned to a working party. Some are on leave or tem- 
porary additional duty assignment. 

Another limitation is associated with the technical 
proficiency of the personnel. This may be a cumulative 
estimate that the MCO/MCC considers as a general guideline 
in asSigning the amount of work to a work center as well 
as the ability of the personnel to meet expected elapsed 
repair times. It may also take the form or fdirect connard 
cations feedback from a work center supervisor stating that 
the mechanic with the real technical expertise is not present 


and recommending a job be delayed. 
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2. Common Sense Maintenance Knowledge 


This subject was briefly touched on in Chapter III 
under the topic "Type of Discrepancy." It refers to the 
very broad spectrum of general knowledge about aircraft 
maintenance. It is this kind of knowledge which states 
that a hydraulics repair cannot be performed at the same 
time aS an avionics discrepancy. The fact that a radio is 
an electrical component and requires electrical power to 
check the system 1S common sense knowledge. We cannot 
efficiently hope to capture and represent all of this type 
of knowledge. The order in which the components of a system 
are assembled is another example of common sense knowledge. 
Because of the vast amount of this knowledge, there is no 
effective way of incorporating it into the knowledge base. 

Supporting the recommendation that the above two 
knowledge areas be excluded initially from the knowledge 
base is the fact that most developed expert systems have 
not attempted to capture all the knowledge of a particular 
domain. The reason for this 1s because the state of the 
technology is not sufficiently advanced to do this. Sys- 
tems that have performed well have taken rather restricted 
tasks and applied only the key knowledge of the domain. The 
items stressed in Chapter II are very applicable to these 
issues. 

Furthermore, a MCO/MCC that iS given a priority work 


schedule produced by an expert system can quickly factor 
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in any modifications that are necessary because of consider- 
ations in these areas. For instance, given a list that 
included both the hydraulic and avionic discrepancies men- 
tioned earlier, with both at the same priority level, the 
MCO could quickly spot the conflict and ensure only one 

of the discrepancies was assigned. An initial system in 
this domain should not necessarily try to encompass 100 


percent of the domain knowledge. 
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VI. FEASIBILITY ANALYSIS 


Pitseehapter presents ammanalysis of whe thesis, research. 
It addresses the three major issues posed during the course 
of the investigation: Are expert systems applicable for 
the aircraft maintenance scheduling problem domain? Can 
NALCOMIS provide the technological support for an expert 


system? Is development of an expert system warranted? 


A. “EXPERT SYSTEM APPLICABILITY TO MAINTENANCE SCHEDULING 
This section examines the suitability of an expert 
system for the aircraft discrepancy planning process. The 
benefits of using a knowledge-based system are considered 
as well as the drawbacks related to developing such a system. 
i Suitability of the Problem. Domain 
An expert system can be developed and would prove 
worthwhile for aiding the maintenance control scheduling 
problem. There are several sources which provide items to 
consider when evaluating whether an expert systems approach 
is appropriate for a given problem [Ref. 10:pp. 127-134; 
eo oreo. Ref. = 2:p.  l9o,. “the 1eollowing points covered 
in these sources are directly relevant to the maintenance 
control problem domain. 
Do experts exist? The research conducted here 
clearly indicates there are people in the field that are 


generally acknowledged as having a degree of knowledge 
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Significantly higher than others. They are noted not only 
for their decision making ability and knowledge in the 
planning domain, but also in the other areas of responsi- 
bility associated with Maintenaneeseom tec ede alo a 
indicate that these experts are able to articulate the 
methods they use and generally agree on the process and 
heuristics used in making a decision. 

Does the problem require common sense? AI programming 
techniques are unable to represent common sense knowledge 
very well [Ref. 10:p. 129]. By restricting the size and 
complexity of the problem domain, as recommended in Chapter 
V, the present task does not include common sense. Cogni- 
tive, not physical, skills are necessary. 

Is the task too simple or too difficult for an expert 
system to solve? "Too simple" a task is one classified as 
requiring the expert but a few minutes; “too difficult" a. 
problem needs from a few days to a month to solve [Ref. 10: 
p. 128]. A task that requires from thirty minutes to several 
hours to be resolved is acceptable for today's developmental 
capabilities. This problem falls within this guideline, 
taking from thirty minutes to an hour. 

Other factors point to this problem domain as 
acceptable for expert system solution. The potential 
improvement in operational readiness is a substantial pay- 
off. This type of expertise is also required in all aviation 


units, not just a few. Waterman cites expert systems as 
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being justified in situations where expertise is lost 

through personnel changes. 
Retirement, job transfer, and military duty reassignment 
often cause disruption and even havoc because of the 
vital expertise that experienced personnel take with 
them when they leave. The institutional memory aspect 
of an expert system can minimize or even eliminate this 
problem. [Ref. 10:p. 131] 

After analysis, it iS evident that this problem is 
heuristic in nature. Rules of thumb are used extensively 
to reach a solution. These rules are identifiable and 
therefore facilitate building a knowledge base. Although 
parts of the problem domain may lend themselves to solutions 
by conventional programming techniques, the problem as a 
whole does not. It is too dynamic and complex. These 
factors all favor an expert systems approach as being a 
Viable solution to the problem at hand.. 

The knowledge in this problem is symbolic rather 
than numerical. It is subjective, judgmental, and changing. 
These knowledge characteristics all point to artificial 
intelligence (AI) techniques rather than algorithmic 
solutions. 

2. Benefits from Developing an Expert System 

Development of an expert system for this problem 
domain would provide several benefits for the users. Such 
a decision aid augments the human capability and productivity 
in Maintenance control. It allows the expertise from many 


human experts to be combined into a shared knowledge base. 


This rare and costly expertise, acquired after years of 


109 


experience, may then be widely disseminated. In developing 
such a system, the knowledge is formalized and clarified. 

There are several composite squadrons in the Navy 
and Marine Corps. These units have several type of aircraft 
assigned to them. Such squadrons could significantly bene- 
fit from a system which is able to apply expertise about each 
type aircraft to the scheduling problem. 

Development expenses would be minimized because of 
the wide distribution of the system. Changes would not be 
extensive for systems supporting another type of aircraft. 
Many of the heuristics would be the same; many of the facts 
would already be resident in the NALCOMIS data base. Today's 
aircraft are frequently kept fifteen to twenty years. Only 
gradual changes would be necessary to an expert system as 
modifications were made to the Cees A knowledge-based 
system also produces more consistent and reproducible results 
than does a human expert. 

Finally, such a decision support aid would allow 
the MCO/MCC to concentrate more time on other pressing 
problems. These potential benefits are very Significant 
when one considers that the maintenance field is already 
limited by personnel and material constraints. It is unlikely 
manpower in a squadron will be increased or that more parts 
will be available. Development of an expert system offers 
one of the few methods for potentially achieving significant 


gains in aircraft operational readiness under the existing 
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constraints. Even a small gain of as little as 2 percent, 
when applied across the entire naval aircraft inventory, 
translates into an additional one hundred operationally 
Geadyedi~zeratt each day. 

3. Drawbacks 

Development of an expert system for this problem 
is not without some drawbacks. Expert systems are expensive 
to develop. Although the operating hardware is already 
available, some expense may be incurred for possible modifi- 
cations in the areas of memory expansion, mass storage 
capability, or the addition of another compiler. Develop- 
ment of an operational system could take as much as four to 
five man years of effort before system performance is 
reliable [Ref. 34:p. 39]. 

Because of the lack of AI sacar for NALCOMIS 
hardware, the developed system would require translation 
into a high level language for which a compiler is available. 
While this provides wide transportability of software, it 
does restrict the ability of local modification of the pro- 
grams. It Serene) also be mentioned that some risk is 
obviously involved in developing leading edge software. 

The discussion on planning and scheduling in Chapter V 


makes this evident. 


BPA ECCOMI S SCAPABITLITY TO SUPPORT AN EXPERT SYSTEM 
The literature in the knowledge engineering field 


provides little information on hardware and system requirements 
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for running an expert system. Discussions do state that 
development of such systems is done uSing AI workstations 
which provide a symbolic language development environment. 

It is also pointed out that programs developed in LISP or 
PROLOG are frequently translated into a higher level language 
for use on available user systems. Nevertheless, when it 
comes to providing operational requirements for expert sys- 
tems nothing specific could be found. 

A phone interview with Dr. Nelson Marquina, a knowledge 
engineer with Honeywell Systems and Research Center, 
proved most enlighteneing. The basic problem area and 
the NALCOMIS hardware were described to him. Estimates of 
from 1000 to 2000 rules for the knowledge base were assumed. 
It was also assumed that from 100 to 200 discrepancies were 
outstanding and that no other genera would be simultaneously 
made on the system. 

Dr. Marquina was asked to estimate hardware memory require- 
ments and the time to process the data and produce an output. 
Stating that the figures were only rough estimates, he sug- 
gested that one-half Mbyte of memory was required and from 
five to ten minutes were needed to run the program. To be 
on the safe side, given the impreciseness of the assumptions, 
he recommended one Mbyte of memory. Dr. Marquina also stated 
that these figures were based on the assumption that the 
program was written in an efficient higher level language, 


Such as C, and that the rules were considered nontrivial. 
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While these figures must be looked on as inexact, they none- 
theless provide some guidelines to the requirements for 
such a system. 

From a hardware perspective NALCOMIS meets the basic 
memory estimate of one Mbyte. There is little doubt that 
additional mass storage capability, in the form of additional 
Winchester disks, would be necessary. NALCOMIS at the OMA 
level is capable of being expanded in this area. 

NALCOMIS presently uses COBOL as its higher level pro- 
gramming language. Both a literature search and numerous 
interviews with people working in the knowledge engineering 
field failed to find one application where COBOL had been 
used as a translation language for an expert system originally 
developed using a symbolic language. If an expert system 
ie, be developed for NALCOMIS a high ewe Men iaiee com- 
piler other than COBOL would have to be used to run the 
expert system. There is a capability to add a different 
compiler to the DPS 6 system. 

Another aspect to consider for improving the efficiency 
of an expert system is the use of on-call procedures which 
are more effective at compiling some aspects of a problem 
than symbolic programs. Algorithmic programming techniques 
for determining the expected elapsed work hours is an exam- 
ple of a situation where this could prove beneficial. 

A final question arises. Can NALCOMIS afford to lockout 


LesgmeasclemrunctLons as an MIS for two or three ten minute 
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periods required to run the expert system in the course of 
a day? There is no other dedicated machine to download 
NALCOMIS data on. The initial run in the morning, before 
most work centers are using the system, does not present a 
problem. It is also reasonable to believe that the NALCOMIS 
system would not be adversely effected by the other expert 
system runs. Although NALCOMIS provides real time access 
to the data base, this information is seldom so critical 
to any maintenance function that it must be instantly 
available. Should an exceptional reason arise that necessi- 
tates instant access, the expert system run could be aborted 
and“run later. 

In summary, NALCOMIS is likely to support an expert 
system with only slight modifications to the present system's 
architecture. Minimal degradation of the functions provided 


by the MIS may result. 


Gs IS DEVELOPMENT OF AN EXPERTIS STENS O ia. 

An expert system does provide a service for which a 
need really exists. This need is for more effective deci- 
sions to be made when scheduling maintenance. One might ask 
are all maintenance control work centers equally capable? 
The overwhelming opinion of professionals is no, they are 
not. A key factor determining the quality of this work 
center is the ability of the MCO and MCC to make effective 
decisions. This ability varies. There are some however, 


who are clearly considered "experts." The decisions the 
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MCO and MCC make in planning the work schedule will have 

a Significant impact on resulting aircraft operational readi- 
ness. Any decision support tool for this area can provide 
valuable assistance. 

Chapter III covered several negative aspects of the 
decision environment in maintenance control. These factors 
would have little effect on an expert system. Use of the 
expert system would also nullify much of the lost expertise 
caused by the turnover of key personnel inherent with the 
military profession. 

Can the human decision maker in maintenance control, 
assimilate, and synthesize all the information available? 
Studies by cognitive scientists have shown that human memory 
consists of clusters of symbols called "chunks." Chunks 
are Pe chica ity organized collections of symbols. Re- 
search has concluded that a human can only maintain and 
process from four to seven chunks in short-term memory at 
one time [Ref. 2:p. 24]. Vast amounts of facts and rules 
must be taken into consideration when scheduling. There is 
good reason to believe there is more information available 
than can be comprehended and compiled by the average main- 
tenance controller in making a decision. An expert system 
Can use and process all the available information and there- 
fore make a more knowledgeable decision. 

The NALCOMIS project was approved over eight years ago. 


At that time it proposed a state of the art MIS. Today's 
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prototype gives every indication that it does an excellent 
job of meeting its objectives. Nevertheless, since 
NALCOMIS's inception new technologies have entered the work 
place; first in the form of decision Support systems and 
followed by today's expert systems. As late as 1980 the 
majority of expert systems were still in the research labs 
[Ref. 2:p. 1]. Today many systems, and the tools for build- 
ing these systems, are being rapidly developed. It is 

very likely that NALCOMIS has the technological capability 
to support this state of the art technology. Moreover, 

much of the knowledge required for the knowledge base is 
already resident in the present data base. It seems only 
logical to use both the hardware and data assets to their 
fullest. Further development of potential uses for NALCOMIS 
should not stagnate while prototyping continues. Research 
on new and innovative technological applications should 
simultaneously be pursued. 

There are two other indirect benefits of developing To 
expert system for this problem domain. First, further 
investigation of the problem will undoubtedly provide 
valuable insight and greater understanding of the scheduling 
process itself. Weiss and Kulikowski state that from a 
scientific point of view, the most important reason for 
building an expert system is the formalization and clarifi- 
cation of knowledge that results from having the human 


expert make his reasoning explicit [Ref. l:p. 7]. 
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A second important benefit is the introduction of AI 
technology in the military at a very visible but noncrucial 
level. There currently exists considerable resistance on 
the part of military users, and in society as a whole, to 
accept any technology with the AI label. MYCIN has been 
proven to be aS capable as experts in the medical profession 
at diagnosing infectious blood diseases. However, it 
has never been widely accepted or used by the medical 
profession. 

This same resiStance exists for military applications 
of AI. Users will not freely accept the introduction of such 
systems into critical life and death or tactical applications. 
Pilots will be unwilling to turn over to a computer the 
flying of the aircraft in a crisis situation. Naval officers 
will likewise be nea to trust the defense of the ship, 
including weapons response, to a computer. Current levels 
of resistance not only delay research funding in these 
areas, they often lead to scrapping of projects altogether. 
It is contended that for more technically advanced AI systems 
to gain acceptance, practical non-critical AI systems must 
first be introduced to the users. As users gain familiarity 
and confidence in the more general and small applications, 
they will be more willing to accept and pursue techno- 
logically advanced projects. An expert system applied to 
the maintenance scheduling problem seems to be just the 


Peon eEype of project. It deals with a nontrivial and 
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complex decision process and would expose numerous personnel 


to AI technology. 
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VII. CONCLUSIONS AND RECOMMENDATIONS 


The scheduling decisions made in maintenance control 
are crucial to the aircraft operational readiness of a 
squadron. These decisions are currently made using the 
techniques developed and used twenty years ago. While 
these techniques are functionally sound, they do not pro- 
vide the capability to fully use all available information 
in determining a decision. The decision environment is 
EN too demanding and complex to do so. 

The development of an expert system for prioritizing 
aircraft discrepancies to be worked on is both feasible 
from a technological standpoint and desirable because of 
the improved decision support it would provide. The prob- 
lem domain is suitable for expert system development. There 
are "experts" in the field. The task is sufficiently com- 
plex and difficult for expert system application. The 
planning problem is generally heuristic in nature and re- 
quires symbolic rather than numerical solution. 

Development of such a system would improve the efficiency 
and effectiveness of the scheduling decisions made in main- 
tenance control. Improved operational readiness is a direct 
result. It allows available information to be used more 
fully in the decision process. The expertise of several 


experts is combined in a shared knowledge base. Such a system 
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also minimizes the negative effects caused by the loss of 
expertise resulting from the frequent personnel reassignments 
inherent with military Service. It provides aircraft his- 
torical knowledge to the MCO/MCC transferred to a new aircraft 
type. An expert system could be widely distributed through- 
out Naval aviation with only aircraft specific knowledge 
changing. 

While no definitive answer can be given as to the capa- 
bility of NALCOMIS to support such a system, there are 
several favorable indicators that suggest that it could. 

The expandability of NALCOMIS hardware and peripherals can 
provide both the necessary memory and mass storage require- 
ments an expert system requires. Although the present 
COBOL-based software is not acceptable for expert system 
implementation, there are other suitable compilers available 
and compatible with the DPS6/54 system. 

There are two negative factors which need to be considered. 
The costs and time to deras an expert system for this 
problem domain are not trivial. The potential improvement | 
in operational readiness, however, more than offsets these 
factors. The implementation of an expert system with 
NALCOMIS would likely require the lockout of normal system 
functions for short periods two or three times per day. 

The information provided by NALCOMIS is not of such a 


critical nature that these few delays are not acceptable. 
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Development of an expert system for aircraft discrepancy 
scheduling has many potential benefits. It provides state 
of the art decision Support for the user. It allows a 
greater use of the data available from NALCOMIS. The poten- 
tial for improved aircraft readiness is substantial. It 
permits the introduction and wide visibility of AI technology 
at a practical level, setting the groundwork for more 
critical AI applications in the future. Further research in 
this area iS warranted. 

During the course of this research, Several areas were 
examined and related recommendations are in order. The 
potential application of a knowledge-based system to the 
maintenance control scheduling domain should be more 
thoroughly investigated by knowledge engineering professionals. 

Other areas that offer benefits for effective maintenance 
decision making should be explored. Operations research 
tools are one possible source. System component failure 
rates and elapsed repair times, as discussed. in Chapter V, 
Should be extracted from NALDA or other aviation data bases 
and made available to maintenance decision makers. 

Other possible uses of the data and hardware assets 
provided by NALCOMIS should be explored. Many new software 
productivity and decision making aids have been developed 
Since the original inception and design of the system several 
years ago. Although the OMA portion of this program is 
still in the prototype development stage, other possible 


applications should be considered. 
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Writings on the acquisition and coding of knowledge 
and on the implementation requirements of a knowledge- 
based system need to be published. There is a considerable 
Tote of literature on expert systems scattered in books, 
technical reports, conference proceedings, etc. Unfor- 
tunately for one considering the potential implementation 
of an expert system, they are either written at a theoretical 
Or at a general informative level. Practical writings on 
the acquisition, formalization, and coding of knowledge for 
expert systems are necessary. Technical information on the 
hardware and software requirements for implementing expert 
systems is virtually nonexistent. Information in this area 
1S needed. 

Based on the previous discussion, it is submitted that 
development of an expert system for scheduling discrepancies 
is both feasible and appropriate. It should be emphasized 
that such a system would serve as a decision support tool 
and not as a replacement for the MCO/MCC's decision making 
for this domain. The improved management effectiveness 
and potential for improved aircraft operational readiness 


that an expert system offers are well worth the costs. 


r22 


POS 


LIE 


T2: 


LIST OF REFERENCES 


Weiss, S.M. and Kulikowski, C.A., A Practical Guide To 
Designing Expert Systems, Rowman and Littlefield, 1984. 


King, D. and Harman, P., Expert Systems, John Wiley & 
sons, Inc., 1985. 


Hayes-Roth, F., "Knowledge Based Expert Systems," 
Computer Vol. 17; No. 10, Oct T984, pp. 263-2737 


Newell, A. and Simon, H.A., Human Problem Solving, 
Prentice-Hall, 1972. 


van Melle, W., Shortliffe, E.H., and Buchanan, B.G., 
"EMYCIN: A Knowledge Engineer's Tool for Constructing 
Rule-Based Expert Systems," in B. Buchanan and E. 
Shortliffe (eds.), Rule-Based Expert Systems, pp. 302- 
308, Addison-Wesley, 1984. 


Bachant, J. and McDermott, J., "Rl Revisited: Four 
Years in the Trenches," The AI Magazine, Vol. 5, No. 3, 
Fall, 1984. 


Duda, R.O. and Reboh, R., "AI and Decision Making: 
The PROSPECTOR Experience," in W. Retiman (ed.), 


Meee intelligence Applications for Business, 
Ablex, 1984. 


Barr, A. and Feigenbaum, E.A., The Handbook of Artificial 
Intelligence, Vols. I and II, William Kaufman, 1982. 


F. Hayes-Roth, Donald A. Waterman, and Douglas B. Lenat, 
"An Overview of Expert Systems," in F. Hayes-Roth, D.A. 
Waterman and D.B. Lenat (eds.), Building Expert Systems, 
Addison-Wesley, 1983. 


Waterman, D.A., A Guide to Expert Systems, Addison- 
Wesley, 1985. 


Stefik, M., Aikins, J., Balzer, R., Benoit, J., Birnbaum, 
L., Hayes~Roth, F., and Sacerdoti, E., "Basic Concepts 
for Building Expert Systems," in F. Hayes-Roth, D.A. 
Waterman and D.B. Lenant (eds.), Building Expert Systems, 
Addison-Wesley, 1983. 


Kinnucan, P., "Software Tools Speed Expert System 
Bevelopment, High Technology, March 1985, pp. 16-20. 


123 


F3: 


14. 


1S 


16. 


ie 


Toz 


Pos 


207 


OZ We 


22 


23% 


24. 


25: 


Buchanan, B.G. and Shortlifte, EvH-:, Rule BaSe e orere 
Systems, Addison-Wesley, 1984. 


Buchanan, B.G., Barstow, D., Bechtal, R., Bennett, 

J., Clancey, W., Kulikowski, C., Mithcell, T., Waterman, 
D.A., "Constructing an Expert System," in F. Hayes- 
Roth, D.A. Waterman and D.B. Lenat (eds.), Building 
Expert Systems, Addison-Wesley, 1983. 


Gaschnig, J., Klahr, P:, Pople, Hy sobome tere eee 
and Terry, A., "Evaluation of Expert Systems: Issues 
and Case Studies," in F. Hayes-Roth, D.A. Waterman, 
and D.B. Lenat (eds.), Building Expert Systems, 
Addison-Wesley, 1983. 7 


Kinnucan, P., "Computers That Think Like Experts," 


High Technology, Jan 1955, pre. st. .- 


van Emden, M.H., "Chess Endgame Advice: A Case Study 
In Computer Utilization of Knowledge," in D. Michie 
(ed.), Introductory Readings in EXPERT SYSTEMS, 
Gordon and Breach Science Publishers, Inc., 1982. 


Chandrasekaran, B., "Expert Systems: Matching Tech- 
niques to Tasks," in W. Reitman, (ed.), Artificial 


Intelligence Applications for Business, Ablex, 1984. 


Hayes=Roth, F., “The Industrialization orf Knowledge 
Engineering," in W. Reitman, (ed.), Artificial Intelli- 
gence Applications for Business, Ablex, 1984. 


Chief of Naval Operations, OPNAVINST 4790.2C, The Naval 
Aviation Maintenance Program (NAMP), Vol. II, ll June 
1984. ioe 


Naval Air Systems Command, NALCOMIS System Decision 
Paper, 9 April 1984. 


Fleet Material Support Office, NAVAIRSYSCOM Document 

No. 41L001 FD-A-0O1 Revision 3, NALCOMIS Module l. 
Independent Functional Process "A". Detailed Functional 
Description, 1 December 1984. 


Naval Air Systems Command, NALCOMIS Preliminary Proto- 
type MAG 14 Evaluation Report (Draft), January 1985. 


Wilensky, R., Planning and Understanding, Addison-Wesley 
1983. 


Sacerdoti, E., A Structure for Plans and Behavior, 
Elsevier, 1977. 


124 


267 


2I. 


ZG 


29. 


Sr 


syle 


32: 


39: 


Bi. 


ool 2kamnng With Constraints, Ph.D. Disser- 
tation, Stanford University, Palo Alto, California, 1980. 


Duersch, R.R. and Wheeler, D.B., "An Interactive 
Scheduling Model for Assembly-Line Manufacturing," 
International Journal of Modelling & Simulation, 
else, NO. 3, I981,;, pp: 241-245. 


Doumeingts, G., Pun, L., Mondain, M., Breuil, D., 
"Decision Making System for Production Control Planning 
and Scheduling," International Journal of Production 
kesearch, Vol. 16, No. 4, July-Aug. 1965, pp. 244-254. 


Fox, M.S. and Smith, S.F., “ISIS--A Knowledge-Based 
System for Factory Scheduling," Expert Systems, 
Vole, eno. |, July I981 pp: 25-49. 


Hayes-Roth, F., "The Knowledge-Based Expert System: 
Peiuterial,” Computer, Vol. 17, No. 9, Sep 1984, 
oe 26. 


Jarke, M. and Vassiliou, Y., "Coupling Expert Systems 
with Database Management Systems," in W. Reitman, (ed.), 
Artificial Intelligence Applications for Business, 
Ablex, 1984. 


Mittal, S., Chandrasekaran, B. and Sticklen, J., 
“Patrec: A Knowledge-Directed Database for a Diagnostic 
Po pert System," Computer, Vol. 16, No. 2, Sep 1984, 

PP- 51-58. 


Beall, S., Interview with the Director NALDA, NAF Pax 
River, April 1985. 


Winston, P.H. and Prendergast, K.A., The AI Business, 


The Commercial Uses of Artificial Intelligence, MIT 
Press, 1984. 


125 


INITIAL DISTRIBUTES List 
No. Copies 


Defense Technical Information Center 2 
Cameron Station 
Alexandria, Virginia 22304-6145 


Library, Code 0142 2 
Naval Postgraduate School 
Monterey, California 93943-5100 


Professor Norman H. Lyons, Code 54Lb 1 
Department of Administrative Sciences 

Naval Postgraduate School 

Monterey, California 93943-5100 


Professor Daniel R. Dolk, Code 54Dk 1 
Department of Administrative Sciences 

Naval Postgraduate School 

Monterey, California 93943-5100 


BGEN Ross S. Plasterer J 
Assistant Wing Commander 

3d Marine Aircraft Wing 

MCAS El Toro 

Santa Ana, California 92709 


CAPT W.T. Jordan 1 
PMA-270 

Naval Air Systems Command Headquarters 

Washington, D.C. 20361 


Dr. G. DeJong L 
Naval Research Laboratory, Code 7510 

4555 Overlook Avenue, S.W. 

Washington, D.C. 20375 


LtCo lDN Frost 1 
Aircraft Maintenance Officer 

3d Marine Aircraft Wing 

MCAS Eis Teore 

Santa Ana, California 92709 


MAJ John Keiffer al 
NALCOMIS Project Officer 

MAG-14 

2d Marine Aircraft Wing 

MCAS Cherry Point, North Carolina 21576 


126 


Oe 


MAJ Marty McCaffrey 
Headquarters (LMC-2) 

U.S. Marine Corps 
Washington, D.C. 20380-0001 


E27 


IET- PeF 






































































































































































a LS ~i J . : Lie | ld ell 
ri NAA arh A oe ENDA r y bak Bil PR LE ri a Par G —" 
SA eae Sy aR E EO Nn E IPR. uF 
Ppt ead Etr Op RY eee Ae tae itd a an | MOR A f 
Loe xy ie uy, edo ia ni es We lh. foo ld -AF 
4 K) we LOSE ne ese — a, 
i asa AHA eed ead a N OTER ET i 
IP, E r3 AD AN A ELE TI T rA pay WP fianl meg t j mei 
I Tus AN A i ki a Rw K S aoe > A " 
hank PTG get ra ee ' 
E EIR F : AF A 
io be A n f g 
oe Resi ey Pentre wi aR w Phet ri eah DMR, DAP a A Ta rai ] 5 , 
hdi A Dha ies ar ay E my vy Fite ROT Oe ae nL aay a “ f A 
Cay Peete ha) Git wot] aT Lan rr aT er ear 
4 Bey WA AY eee PET Fi ji e r A as rar Ag g 
poate hare Ba ETEO EE ea at Done Ca Ake Po rear: Pe Oe 
ey Serre le ahi meen seit So oe trea) eee on ua 4. af. s! Pate ey Ry a) i A A 
Eade r ET, Met prt ARARE ES AT eR t Per mene ae ea ie Ms 7 o aeo ee 
Pepe yt we hnde e rp MLA aides ee EY png Pe RN pe ang ; ; : ee 
Powe preng a Verde) AS me id a) eA Te Pare ye OL adey oF oe E3 nr eT Herik A 
aed r aa nr bed meer fol abnt ys Hy tho et Adee LS kG et P aT A 
wedding spindle) dee IONE Pele reacts yl dato ob a ovaa ig gag Cee ee ee a PHT Ae K H f iad: A 
pideen N pow ee te A Ee Sa Pedi OF aed k Mekal Cn anor then al ye ee art eS Mee int A r E 
ePi PYRA AS Add wih Erao F Pe PTT 7 Ate Paro AS E EEA AT F «4 ier a i 
a be en a horned op et fax Dae ek beast pale A oS i r Ar ent ae 
Lena eal te Trot ee ata tad EETA ai ahs ATA TET erat Nae es et eR, TE g i F na oan 
ag 3 AP LET INE S ee) pilD aioe PET zpena ER EE ATY A PH ža tg 4 r t.t 
dain Ere ey at wt led oat nae tei ein beer ih barat ects Nha as. a F w - A He ers i 
POP rs ed ha ia WMO bi bute Ay exe et es pier age ite bible ir fot. e16 A wh ne . fed GEE 3 i i F Pie à 
eden OS Oa? toh Sete rt) era rarer er HEX A RRE TTEA aie A 7 a a f P E pai a ; , i 
E hampa, ETN rA Sp bt ee le TE er ery LP eee RT RT we $4 Wi aiid Rabe} AETAT E a E s ARO, y a n E P r E , 
Paen ts ura J EPR ENEE I t OL TETE PESTS i TA; ETE TETE R an A Sas Ae ae, g ie g - Gt eee d 1 e oe s 
Set EAPN 35 oS reat roete. DL AA E NT EN e TET N Ty E Aa Pa k sru NT J 7 hp Ce P| ETELE) T e)? G F tri { et. 3 ; 
Ce tan terre A sith ab ae tell ar s A I TY OPENDEN raion A) COL a eo a meee OATS E ET E AY F yý a) p ` ar DE P ° TNA 
33 ree cares mat sited a toon) Le ME AS pare od or, AEM WOR Pern Y d gern ai Cr ET ET P EA E DE S D TT Pe W ae Ei 1 f Te 
ERa py ce Sp Pies Phage yf Py wit son rien se IERT Beie ma rane AP ey TUF PEA pa A PAA z ae Za eee A ds : n F 3 7 Re . a t mes; 
N 4 pe N ~ Sd ue a eA T eee oe ae AF ‘me $ t My A P adea i Aee k aah kaid A k 
ye ue kaim PHEN SEY ioner ra Te ss Bs EA pp Fresi a pani mE oe hy re Piya n, he PEET BY ayn P 6 7 ty 4 d 9 at fee f R re A ry 
pirata a> $ rina a nied) e anaa h ae i tebe ER E T | reid) eT er ay ee ee ARAE RRT ni O A e 2 dh eh y : poe i 
eier E, Eea Pe O25 Lf WATS gh! Cyn alent tt eat atari ba REL RO ee ate Pe tek eee Or a ae ie R E K ¢ £ : s ic 
saat! saga Fe marr stand Prt Wok gic Mat 8S E Rte ple te Iw yearn te SSM RTE EE A TF Ci SOS ts ee me a N COR E ET ye 
Sere ee omer ee hy re ae Hise RT ey ay ae) Pah ew ene Rar Nate DSA FF Ames yg g P= 6 Rah a oe | ee F m TT G , P , 
Rare pee aie ieee Coe Aarie PA E rae SS ae irae ir KI Ftd ere Satay tet fea a oa EN. j m 
pres PH ye fe} ee A Oe Teire TT PF P PRALI YA ot Te IAT RY TE oer are Te PAT lg age ¢ BTE ELOT EN E I eee Ei JE i) a) J a say i d P n A 
satt T ehe oi ed raters = Fat one A pret Ae P ULE E ETT A NET URKETA 4 ther s ar Ae CEE TERAN, 2 ‘tat TE A a N) GF R E ee) 4t¢ i t “4 3 ae: er 
Prd lg Ew ssa Pree AIAT A Er erar EEA eN P KENET ITE ERE a We. cee ar T, 4 F 1 ae 
reid eee ETETE pve erly 2} ahah eh sith eet ERP etary PoP Let el AC RST ee eT ea), ari P E ER TEEARU O, PE ‘ _ ar 
emi Ash pladi, mes Fahry oes KEAS TE yer AT CETA E T E ETE AT ARDE AOE CAL Aak E 1 wi te LO ge yas Ce g EE t R ae A 
7E RE hd foes oper: a Dr Sy Prost ey. ort ea pa ret Yd) be eee he hy pee AUT Aa yee C3 bi WON 8 Ar inv PEEPI 6 aa d a, 
hal PS Wig page Cie Semen RYE eer tee he PE Beh QP Pa ed Se fe oe CEET ae eN AATA E C TORA Te ~ en : n r A = 
y Sie Paes ear en E TRT AC 7 any ree + ee i ef fof PCa ping 4 Ae Ces a ar | i w ws “ bt g P 
pi AEE RET Ur eo SO ETA ETRY LLP ALL hoe F part a) ra) $ E) $ re 
RRENEN rae, py ea GR Cadet or CA Mee i eke Pde Or MTs De tr Gwe @ M EE TY ce be Caer h T.) P a í e JE 
EERIE IA Matai OA Pe EEA AE OAE LN Ki MOREA ? D es d G d : r 
Ea bee asia! I eia DAAA he eana AAO EEE EEA E A E AEDE RT ged E a pal AF A s a pike y sy 3 
ETAP TN Coar nesk L A EN E TETA E E E A A, EA EEP K TR TE H “és TE Ena. TA n ih) d A F h Ma , 
een Ai iok S E r E P be A E TE E E E A T iT: Sl SL ae a Oe ee o E reer e Lk a i Sathana lp 
Seat et Pe bes pay wr pi nadin a rerepan E ET A Ea Py rears) PG Pee "pom tip stra baby Da Ree tAe ey te Wi TE ig n TN, r’ a , P Pi 
R nee Bia PETYA Ae Peden Leer TT eee eee er a aed 8 8 OP nee), me ii TIEK EREI fe TO A. Oe oe a er oe E OT ‘ i n T ‘ x% 3 P 
Se ea HAU T a E A Ee baa eee tt) eT Are PULI Ae Sat SP im rar ae ree ie a y fire T : A 
La se Pal ean eee PEA E EE TEASA. TEE A TRAAT E ar ey hd CAO Lae oe ay - f A G ; net 
SP ey nt wok tts tid ong Lr aes et OR ro Seer pre PETETA TE T PRNO EEO ET ia a 2 ' TAA TEETE E Tir CET , NI 3 
de Pe) P iy) Rae ny tw Pry bet le Oo wi Pee rare i 1 eT pr lie RRITA CITA A i re ET a Eo A CTER ry) oe (y f ki ( ‘ r À P 
oe m et CET d Py Ble NS <9 mt E T ae PAC ak ee eS ree a ea o E] í ae t j vin ey 
ee Le Paid Tx WN Mined ae r TEE ve Hae Soa i T F Pari ar See Seon a yy ace Py rer es 7r n p ar a i 
IEA PA rra ite ETE EA raa Ra G PE any Py 7 A ars ra Netd lL a0 ee ot `g Pe ‘ 4° tH HE oo t k i es 8 
edn te i arra cs eee ere etna ted eis leh oe ee ee Sey Be ery Crane wear PEYE rF) r } G ; 
VE erat be Ret rare dae Msi sepa EE TIRT es $8 dg pwd rete e hy. a $ ee i oe A Py R da -i % j ; J T 
LEN à Des da r Pra E A iin deal ay Dd APIA iF Ai be rd hd oy te ae ae CH eae E TEY a Ae ae a un a a A wa T L CE E » 7 (i 4 a mi m A 
iene ead pee oe, Paton Say Oe wena iC wy o akaaka det e EOT Ien A AEE: ar Me | uoa e E T ' oo ‘ d A A hea a eh r 
K ete ae ffs. pers ees Wusven ie. ie tae thet Aik Py ae eres Tie FEE hey Punts a Pr Dae ULL ee E Te Py a ee Se oe OF SE f T T A í F 
5 EO TIRA AA sA ETARE ETNE E ET eoi a E R E E AIA TECE EESE E at og ' P 0 EL R Í 
vee lee Pane a Mee Tere PEE TO | FS pe hte aie lee D | Red ch a os Re a Oe: L S T ae ea F 4 p $ 
p erapr gea a m O A E E BLA aaa ete et Se ae ee LET aie Pome eek tie Sr ae a, ' E a eatr’ ‘eee. ; See A 
dem A A E i a EN E ATN e na Etta rak Dear Sebi RT ToS MOOR i ude ole fa kig Vs lie e s thoes TEE oo 8 p A 
aiid Lee TT Ae PY rae i t p Ty Oy Se oe eae r E S A ay Pe aed ak oe: Ad OC ae ae Roel Pe Mat rt Ae ee p ag d > 4 , 5 ia P g ‘ A as 
DSO Sh SOT ore betel EEEE ook (a ere POW Pua aver ere at ie CP ort CaA’ t oey Ze Fee Pe EY On) aaa E 'e r ad 4 A 
Sakae) tae HF ead DETE Ti i Z ead Ss sg TENE EIT eee TEA N r ET S41 ai a Si t $e) : Li “A rs n A r 
Ke S eK Paes n Sah ae th +7 ry yey oie at rt) Pe Ya s% y E EFE O ak te i 0 ri t T t. S k » A z 
e aa Spl S bare ree Cha} fm ve ia E AE EET ai Ar, Beds Mahad E FINNE EFT R ARLI 4a 4 J i Y ' pa r 1 
Tri an Ate tral avers Ja ene E Per EEA Fas py an 7 Pale te RER Ag DETSTE E oe fia. a ee i kt he © p 7 tp + y ad : H 7 
eee os Peppa air Wy Oey PEE IT 2 SaAhhl CV E E" et Pak ee ALEE ETE ” rn) z A E C s 
PIRETA l E Sidkia a rae Da Si fs ee ow ce’ ow t EPE E) é $ A ” s 
A- PEPEE Fa AE EO Adi TATAE: ERT T 0 y ~ 
nis Rita ns sell a Cate LARA ok Re ae ce SAT Pere eo. TETTIE S ee J 
oe grii ie ewe eo oe d 5 rato cp Fr AN Pr aie eat Oy a ne g, ER E TATT 5 
peter RSE EE ARA mens init Mel Fy od oe > a fate EEP y DRT, Igla 
belies r+ PEE p sl aa oad EN KSF, T ET er Pee sn Ale sea fy P FEE i 
ty 44 a! Ad AE T E rats Eor FAA OLE TET OT] FRES PRLS ae a view Pe aT 
rae #2 hee bab dow Beh p ee 5 4 pated x + dad Cee ae ar Fad eae Ad Lae te Sar we git, a 
Se ft E Arik © AGE Cea hea a ri Cea aoe Pee ae a Tale as ea 
Perc ole ee eal, od cera: 4 ae te ee eee Ges Mar iir iby TOTENS in Lace ap ary en be a Pay 
Wedd ety A Ev ss aa Soon a Oe eid Both ya ier, are.) Fake y 
URAP rf) i$ ERE SAF et ao Ted Od Bd ee ah Se ahs, b hy Tam 7] oy te be) f 
beet os RS A PO Ro S a AE eels doe? TIAA a ‘eo? wy AY ETG PRN ae AT a 
bea Cer yee, ae ore er Gea ri m Pept NT bal Bat ye atta a 5 re a ea Th bay Z yi 
ers: erate paced a mit ae er Fest Sats a PA A OA | ree an a ye xe 5 an e A it os 1ST oP ee ae Se 
enn , AeA AIAS pik attest Sete Pata Sickel 4 Peer aad I ae T tenpera Wate E e 
ET Jeigu hea 5" K al Ked eNA eig Fat MA oa vat J oa Rta at 9 4 tid Ap AELE 
ATT T Aia iy, “ oda? Py TL aed eR ae PEPE,” Wn CPL ch?) Conn haa | 
dade et Sree At TF SAS AS, r PPAT E Fi s aA ERLAR. RA A g 
a4 r A = % A 
PTAA AA eE Seta Ak Spek av ty TEF, 
REA T ET KES rn e Te ae A E CAG E 
St Cg sro ad rte a a sat e tel tae Megs Py foe s $ 
2 ay. at eked Feia PAs ee ioe PTE 1 Fa >: d g 
es Bi aor Piir 4 Tit Dalal gre 29, ial 5 
a ae Pa oe oe $ pli mat a gf ¢ 5 
td ra w Fs s ar Ree Te “ 4 CE 
ee noe AS Tube sor Fd $ 
ast ieee aS ¢) aad 
ea Ci Pan) 
“PT aes ee b b 
dd Rae Ey i & 





A’, 





Yea oe oe ar 
A edl inkad te: as F y 
> rs Ce 2 a ie 
7 ig Pait ir >) 7 Ate! 
ee fay Jo ube atin wnt 
i E CI Sgr ed A iy yY y 
c. EP NT T E TP *, 
LSE MERE: tidy BAS, k 
MaE nia are Sva 4. tie es A" 
Pr T P a 5% At, aar E 
PEA EA AR: RRS 
f = 


ke 
PELIPE A 
A Ve 
oTi 
~¥ y 


r 
>r, 
a 
Sd: 
d 
Š 
"L 
5 
ad 
ri 
Pa 
4 
` 


aNg ora 
yi 4 Phy ay TE Py 


Pg, 
we 


psa ta IARAA N 
Q y } ne is, > 
pe deg re ah ee: 
) ad ar alot ar! 


5 tts Ral oe i eat a ees 
Fah ala baal ue Pa KH R A T it A S iS 
bas SSR TAK L o fe bt AA © Kae 
EEE: ge a Me See ok ee eT Ha Sw? Wke. A KEP ya hh 

PP? Der a te) H Sy Sh art. x s . Se mast A 
Se rae a og 3 ay D itd woe seen * d Da ig : 

Brat. lt ath ie peer eGo. AS Pa re v 0 wae a hasty, 

a i; Shit, he a pea = n,n a CPES 
, 3 P n oe a * yey ys ie oars ae ess P 4 Y Ceas ` 
y | rf) ` h T A] T. : es rs Sy gfe a + H P Nat Bae tag y, ARN 
yh Ped i! a hea a ate Xk Ay ar epee na rae 4c SF RANES H SAP MES ] 
Sal) nna A TAALA ae e oas ere Ts SA CER PK Drie reer ar R E te eR ae i Fa 8 Pa tse 
CA tat TT OA AAE TE 2 
U 









" 


oe at a | p C T E ie | i hJ 
Bae Sani oe A Pane ee bd PERET 


3 ESETA Vin em Wit ee AAD es MAEWe ve 
Fart athe Sethe Sg ey tt AP aan p 


Wr sae, Oy N y rae E T >A ewe S ~< AT 
Batya 3 ro Per aah SH ra gi eo Ws : EEI AN Lal T EAT TA ER 
BTI ae ip ata e Lob oes eer) LP Fh ey x 
à PRRI ayra y DEAE y m fxpag sm GNA Oa Re " 
a at tet PESO ik Aho iN, EA eee me ARS AUS A m biada A th e AAS f 
Dee ree ae DRANK SSNS Niza! rate ERY aoe wy OY ehh kh 
; Giok O 4% < f LSE A Tt tg, p 
e Seu We | ae Mg! ren oy" ra Ky TIES ehh ik ae SPL 
a Wa PAL ~ + NDS ELTA > an T Fae 4 ate i & sya + 

| rae aay aoe at ah eat Yi 


> TEA 
Pr eke pay as hx Ca 4 f Ps 
cece Raa agp ae RE ce ¥ bth iB CT 


e e A E hT r Y Taoa i 5 E | k 





Shee A'I $ ATE VE Ue yy UR. lb 
Lee EX? NS bade a res hb Us OP mes 
nên. g DE Ti a ae TA = (TS sy oi 
ed ue bd =} rata a er the ha Me RA beable at we ee P 
k A-d beka Aa Ta TEREP an ba >A fl vi ha 2h Shae ery KAA Eai AT E to ae 4 gi TEREA 
K Ee ir aaa le Phy teria th Lt rt hee K et ay A PON KAST u AF: Ayn Ree +k oh ry ts Lt bm ' 
Pay ea a eee ye A N (Sata 4 p at A tat She aa te tt 
at i ena he’ See aL TSA Ta re ves Seyi ate aod a oe he Fe Ps hs as eR A ant hed i y AA ed % 
> a a ata h aA oe ba np poe a FOES = rate ae at +p 86,8. 4-559 ea “4, K ea Av) ay U a k z r r 
NSI rh k Bs a EATA ENT TA m y AETR Paes et he ti Caa ect TL | TER ENER T Aa ES a 
STAT 5 Aly KA ERENS SE iyi ch ea I ae X e AS SN A PA iy aos E DS a T is Oe 4 Be ah oa DES etic Sac 9 A RA 4 ] i ; : 
i te ; Sa crake aon aan See Ten Ee , Ne Maye pits ™,* Pah tay te a ; D aiin m EE r ORG Sy aa 
Nes a et en See ve it ie oe Pe on or Sore re armen Chae) ye AtS R Ae A KAELA r ELT a a .* îi A = ‘ R : ae 
> Reet Pada shot tae te ee AN N RRA. ro Bos PAF t X E Dia aA A E T n . 
r Ea kr A th Taa parle Wany spya A AN W ETTA R * SY A Fe ce Ty. F a WFL J is X (A fi n Wre ch 
om te = 4) = E Ei Wal nT) ae ae do & *erets tips t at: od Week Vi te eh pS k; Lee rt ALS a) e aa r 
= See Oe TC reel LX ee ey Se ried ok Niri AR a è 1 sean! re es ye eat eee r POR neta 
' Wey eye 3 ARA Drar E a a ga a hat ee TRER rae Ea aa G: RTAS A KERR Sass 
Ee rg Mth EL Te JA a a o H 4 ATE OA AS Wa raa t A 3 S AET. 
a os ay ts 7 7 A ri 


aA karaa a AS cae eer Saree Aa l 
Ey Pa es etd E MAN re Heak ib RLY Ar WRA ET ta’ EA Ni r A PEEPI TEC ft ae 
2 n ea AS mag he a Cagis Ve T RARE eters ae Reed Lath idk Ph hth ee det lath inte ah Se ea OL iL OE PD: OS a ee SO a 
TE a a wn ht ETERRA 7% UA recA RIES fe Jin ted RRS Ree ice CS ae Patek 
xa Att ae aS tot bac | SOEs ER Oy Sr pet ct hott aS Sa ae te HUME AR Sa AK feed Vise Qe, 
aa A ee fe Loe a we death Lai AS A E EE DE Ceres BY ara AE hake eae ae Ya wy EEN A An i 
T es Tir ah ee ee S A TOSNO et gii E Syge StS era ats es a Upei EA A a As ary Let A KENET $ 
Vv May Ie Á E TI P aiiin ncaa ply se 21 Se Maoh et le Ph. et uw’ es ry H . E 
kp , KT Pp pled A Awa teak, RERE nb peel arts | R A TAN WAS ea oh YM a e cation h Sas A E fa e 9.43, a A EE. 
] Ae ey pe ala ate wet Ta E TTA ATR A SA ays at oe RAE aaa aa E A oa Le ie Si 
ae tte te te ee a ae es wht Wass aae Satan e T ELEY bees wa S Eat pi TEEN ` 7 ` EE A A eh te ee P ‘y i 
ee sO pan ee tee badd. else katie b aera het Sat bade tab To te te Po) ie oa DS ee, hee ee Le Ma oL a AG 
Ler sent RSA arara ya A pa it ae toa ed AS 356.4 ae bie a Eh ae A oP Uagrnd Oe A Chae S ahs 
Serine te pel hheit ipri EEI use AB eae iy a Tre mia Faig ws tas AS KONN Kaa a ore. E ER EA 
qd Siak A ey ibe ae Hia aN A ETT, Ah Ace ie alrite teh Ls try ALA a ve 
Ts SEEN a ) rid bp beh ta he hy g pi 5 a Dek ee he Pal tht, Mae Rel TR ag ie R ae Ke UPS ati Pah Ba TAR TE 
TT E man gi s, a, abi Ae NA A tet So Satin der de BLA A TT ei i a at a be a tA ny: + ape’ qiafee® VL | 
ehh toate a T ee Sv ela aa te hepa Sa a E ee er ag 8 EF Quine YN ip MY OPK WA dd j 
: Lepr ot ea a Wnt ba td eh Settee, eae Cee ey EAA ALTTA AE M RA PAA TA a OO 
LNS R een Ala o Ia ery Erato oR Nady ws ave hA sgt a i a R E E E V PRI Ln Oe Pk A 
ear hee Reales matt Rates Mp egh method sand! + Tt detain bh +2 ae ya kA ht ets part By we YE SRL eG Hoare Cw F y 7 SE \ o 
NIO d d ata aAA E T if my wt eee 5 7 Fee RIN wi ira) G Sey ae Yrs Ban É y N 
eigh W ARTANA Mys SRAN Ta k Aak Sr: AE AA A ype pes RF yee bie bat. X T ETITA E A E Qs ba WO rere Ü s h s aa 
pii Me Aina in ka 2 A a! An S REAA AAA RESETA DEA partake) PACA ORY st e T re dat Be CSS MCR, A MRE UC ROW RI a pinky , 4 
ars sei teats Te na Gea Fert Pe ea. - EEE EEA AAA ra a ATILA iPad E e a ar aa 
ah hha ae oe eatin le by airs ta eth eS et) Seabee th th te Aen th a kh LP Pa a 
Main hh q4 ewe ede t apaa ern | Sta Hia 
ca tte a TARAA Mdhstesnniiah Dy Lone th lb APO UP ee a Sa rus a hae Do hea! KOAN A A N e EE Si hata E FLA 
wef gees beats be Shia, hh ede i ae RE teed RAE y vn BARE aA Lith tM cited Sh Ve a toys ACET sya ys 
a MN deere tarts hoe aS aa Meee lett) aca Pens eles h Wve ETS RS ashe Thai a AE Os Ore Oni Le Y 
aay 3 ENAA or is eines ge Sed RAL dd te tte iek aa oh tii) Rte 8 Spe PRED A he aeni We TT WOE LP Pa AS 
Nicht a Pay til area Sy Nita cea T TIT, er ton MNES aA a e iera a a a ALA A a a a LA ka A he ey A ae KOA 
eae: toad bab det td ar) omi uye o. ea a kaks i rere eo oi a Tires vary AA oh Baa BALA E es x eh iio ra ys) r ‘. nS, ne ; AET 
N a TAAA ee ae hm oe fh ataata aan ge A Pek Mean WPA Uric ar hs ea Shay AUP ON e i 
ipaalala a Fas aan Ka ps OA AN ded Ne er pr ety ETL oh Wrasse BA a ee ae re Rese MINERA TY HETE 
ame Loe Se bin Aad d he E AR NA Te Patan ee ae Oe S Pe ee ae mee Ti hd WO ass ar ae EA l EEE 0 
A AAAA CAN E ETA a S Pii s RANN A EO T ET EOE UNA Oe Cy DEAD WO Ry thw ae aa tt res PCa alee Fi an ier 
; ere ets told kiasia EOS N TA E LOORE RIT TARET A R A OLS Tae cree tt TE CTE C E E LE r 
T eR ai. p a np salen ark eek Sat eave en pos it ramen rh ht td PEE I ee a OORE PRA % wk A dhe Noy TS) AE ; 
Ba i eare | Tr Aia A AA Aridla Sande ode KRENE Date CT a Ea oY EA Ln ES ORNS NO An K ETA s 
targeted ali a ye Nate ated Laie | bie dot, I too berate! oh K Sirk T $ rn ity Ra aU Sen or, Pe MC ae a a Sptth ares, wh 
reer me A Toh are Wa tate ees ea a Pete tei het ta ie tel aca Aha aed tit | RRFL A See tet ae Wee Crone Ni sie eat Miata un 8 bm Ee A 
TT ah di ASS Sater A bed sedi ete, he oh en) na es AAA rA 4. a ea Ue Cie SRR DS T PE he POA "web EELEE A E E A 
bed res (airi rebas r ety aaa dh hte t anes $4: de ke aie te) vA OR AR cage Ne Hy MHI Y RA. | a PACs aa ne NOR 2 A OTT ps 7k TEUIO OA vic x le G A ! 
wns sien end a ~it KRAN rh ube Thoth Wa tate ad Tie ate | ey KANN ek Pee ELS is at eat Ea E A A T E FRENA ior | ee Gar ery, ere Were ie) 72" Y : 
tea ey A ar lath A Envira ira. g SAN MAS AA A ed EA A Loari eva R E i AGS o W y A eT yh 1.95 ; J 2 Me 
Seek t ee ; AEEA AAAA A AON eid ar eE A Ch Mh A AT TEA D aan r 
ee Aer Y ‘SA oie aa Elala th) Te hat biny a ie Teepe eta aa 4 EER AERA ET EA KNA Mw ete He ar nn TE AN A K T, {i A Re ' A p ar ae 
a: tot a gtd ae os, meh ah ZS a ae ordai Idea te DLT A T TA AN eh aoe eae ving a eR IO a r Eu LAS u“ oT Wri ree ; 
ib Septet eo Salar are aa Fi tu nd d ach Thy 9 Aa ale te) aatake de baia te A C N E a en hh ey PL a ee ae ve ZOTKI i 
aie VS! Ve: one: ie ek resco Š renner R RA Ry Ne ak LE] Se Syd ES Pak D AAR 1 ee 3 ay ct A a ae 
<2 sa 4 yema, 7 ‘ela lee Py ee t PLA r AA wees 
See i, ase Bhan “ita ANN bake AORA Laer: Pea RN py A Nea T "af aM he Aaa ETOR RE 
hte RST Cra a fae: a LY ShA EEN Rh Maas ie b sahu Fana PW DP $ 5 
mas See ta ep vs AEA oa a SN Pas ANTAR byt DaT APELA EN TN 4 vam FUR ORC Fagin |e OFC Wiha tbe 4 + 
(J D . 
ae hts op Bs at Cerra A ies 

















a Te OL he ne A 
















































aves r ET ws CRESES 
APPT AFA Ti Pad ee ea ee 
















JF Pw BESA daa a yA? 
Crete, Sta Si, AIT ALA wee ie A ye eb Cn Se 









wos 









AO Laces a a  SCiSLVAK te fame Ye { 0 \ ‘. 4 0 








A Pa P T EE PE T Po N i A ¢ ea f ' 
AREY AT (TEPEDE DETT E P E Bae AKERI EI . 














ah oe a 







oy uta EEUE S sh Ci la 
É ARAA %, i x Hye LANE DLW SOUS oh POEL u? 
ndan da] eek kd ake Ah rie we Pe arene Ye Spt 35 rane Stn’ Ra siprey Wee. 
nuia aae ot aA TN oh bag tah s ons 


i] A a) ay gh 

































in NOL sty wd op? UN REE TEED 





pase Par s E p ry B) hth aia aU se So TE 
eras A DRINA m ae ea Ra A os l " WET ISR BW è, rs Aeaye Y t. ym N g, 
ORA AAN OS eS Ri i) ak tr Si Sy as a vere tf a K i PEA ti i eye erie a ena TRET i +.> 
iif be ln Redd a ee he parative Ss A I RAS PEY CNT ye Herb rs ew oe EAA a E we 4 CH RENEE ETI B 
fap lina aa a e het TS i ops tay) toe 4: LA SAVAA aaa E EA a E ATEEN EA N A ET vie A tngh e aA 
kaara a S d4 b YU 08 aye Ah pace ede! Rey a) ‘vse "Wes Pay Ve fied ee hh ee a Ye Oe (he Ce fae Yes, th to 
nate i at havin te aera: rs A A E TETT a A NN A E ITT EEA uk Y, Wi RG E 
rA Aa eA ain ira ag adi elle) he hf Lathe Oe OL POTTY by E E E O ETE par ELETTA z h st ah Sey e D 
ideale SGT) aaah it) ch OTE IS gry? tee ay Rae ARNI tT i PhO a UA te EALA S re 
She edd Ake ke year en aes ry oe yy ROAN SL FR CE DALII E 
ar ry 8/0 ove a ke Fo asia ts td + a HA o NSA iE Cy git `i " 4 uel io be) Yt TY teas CAL n ef 
en oe Alea F Sate heh. i Py h > at ee ROAR ear) bye i$ 4 ay ae sv aT ae ae N whet 
sre fA N A = a Corn en tay ‘et A a k he 7 i A gop de J ae ae by! Pd 
eather stort a Spt a ate ae erty te) wc my rele 4 Gt 4 ay re A ri 
À Stree Jets i det, we y i 




















LA CTOS cs a A € PAs ¥ AeA H ie i Ae cok a T 
g Aa A AB feta? Paratha “as Py, Tee Ae Mia ee Ss eA OER F 
=. as oak T EAE tah aN | Bad A N i pen ee a SOR daa H % i LN be ie ae UL NE 
retire teh eck RNR AED NS Saas REN RET PRE TART Ene Na 
ee yi as ae eRe te Ww yA ash IA a t ye x" DVN “an PA TA Ah os dy MAN Ai ah COU 
aaria A A ae Pa rae fp? A Ra Nise had oa RAN A AA Tate ti ty KARA 1 ate e A rN 
i siJ heti A H 4 E EMAA 
Aa pt AA ERY a OREO RE d X ri M ERRA ee RIAD A a ake PAN BTCA AS 
a 4 0 i vqur “i K y G F . 
a ey were hadi) wry nat & bare . RSM Aa eat Nad EA AEN aaa k Lyne y EN 708, a Ks “the es ad „É 
aN aaee MERK aA AA DNS X AAA Aeae hi A Big wahe KNR KANER NAN V ee eek 
Hy rat i i or ro 
ws eT AON. SAL) K e KEA aye Ly Af a Re Fae ig A RS oT aan ye r * RADA h h aA (ki AN 
A A T Ath ona ers ie “sb wn} as nAn ATT ii ER A A AIN iA A Zi AY 
EE re ANA Pyp ead kelk Ve SPR aH gute w % at ory SH AR i ah, E eN RIET E pa phin 
raada aha a e a A ee ae US vevae 4 gia TL 10 YS & MSE ce wy bam re eat ate D E Ia rh ve" 4 
weigh tete tad S Meta Se bial i) Path A ih Ki AN A UN Be Hii N Ai hk f A 
umaa meyn Fos vee «s aye NYS HA aa AA he ‘ 
cate ie Pt PANA VIN RROA here Pion on aA hi 4) ast 
eTA w LS M'E tie 4 g ` 
> OA fi 2% Y - A 
praia Soe ae E TAAA A SAEN AA 
DAS Eau ny de SL pera Ý Ori Oe i Nai A ; 
: AA tE i AN RRAN AY AACO 
PAN Sek Vid: Red By cba E Ate a0 tes RAC Re ae br 
LANA KETA OK ae tk SDAA LN ae TRAY 
N BL eA Sha Mer Meg ee m € wy 
Le a ee ee ayn Rely ee ENNA q oD ae 
AG) vy ah meh ey Vora ek tk 
(7 ee X | | ei IEN AN) nok a} a TN 
U Ra ay MAT ake Pk he Fa an vA NS 
l Ay wget cro CREAT aaa G 
it Ae ahs ark th ahs LV ty! § EA Pree Mh ie kare eA a Poth) ae or 















a 
< 
Ty 
P 
i 
od 


































0 

PA A a E ' T a n eT y ti i = 9 
a are y TE at Ta bT ¢' g 

n Air f T A TLEN, 4 1 R $ o 


g re re | w À pei ee Yee ar Oe alte at aT 
a oh Of brng das. Vee SETAE ' a ae 
SRLS aR an pe are n A A 7 
f I TY) a ee et E Ae | y ` s N 
L 
















ah S 2 Lh ee Ae ee | 

afr AL a 

OR ACN - Ry " 
$ Ae Py ele ac G P arenes 

aptly t G ee le, 

eb SY Vir Sha ka 

se Ze 

Ce ae | i bey 








Pr 


